
Sacramento County RD 563 Annex 10-1 
Local Hazard Mitigation Plan Update 
October 2026 

Delta Annex Chapter 10 Reclamation District 563 

10.1 Introduction 

This Annex details the hazard mitigation planning elements specific to the Reclamation District 563 (RD 

563 or District), a previously participating jurisdiction to the 2021 Sacramento County Local Hazard 

Mitigation Plan (LHMP) Update.  This Annex is not intended to be a standalone document but appends to 

and supplements the information contained in the Base Plan document.  As such, all sections of the Base 

Plan, including the planning process and other procedural requirements apply to and were met by the 

District.  This Annex provides additional information specific to the District, with a focus on providing 

additional details on the planning process, risk assessment, and mitigation strategy for this jurisdiction. 

10.2 Planning Process 

As described above, the RD 563 followed the planning process detailed in Chapter 3 of the Base Plan.  In 

addition to providing representation on the Sacramento County Hazard Mitigation Planning Committee 

(HMPC), the District formulated their own internal planning team to support the broader planning process 

requirements.  Internal planning participants, their positions, and how they participated in the planning 

process are shown in Table 10-1.  Additional details on Plan participation and District representatives are 

included in Appendix A. 

Table 10-1 RD 563 – Internal Planning Team 

Name Position/Title How Participated 

Christopher Neudeck District Engineer 
KSN, Inc. President 

District Engineer coordinates with the internal planning team on draft 
development and review, provides input on hazards, past occurrences, 
local concerns of district, and mitigation strategies and plan 
maintenance. 

Brenna Howell Emergency Manager, 
Howell Consulting 
Chief Executive and 
consultant to KSN, 
Inc. for RD 563 

Participated in planning team meeting and coordination with 
Sacramento County, coordinates with the internal planning team on 
draft development and review, provides input on hazards, past 
occurrences, local concerns of district, and mitigation strategies and 
plan maintenance. 

 

Coordination with other community planning efforts is paramount to the successful implementation of this 

LHMP Update.  This section provides information on how the District integrated the previously FEMA-

approved 2021 LHMP into existing planning mechanisms and programs.  Specifically, the District 

incorporated into or implemented the 2021 LHMP through other plans and programs shown in Table 10-2.  

Table 10-2 2021 LHMP Incorporation 

Planning Mechanism 2021 LHMP Was 
Incorporated/Implemented In. 

Details: How was it incorporated? 

RD 563 Emergency Operations Plan and 
Flood Contingency Map 

Plan provided a useful reference for the EOP/FCM update in 2025 
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10.3 Community Profile 

The community profile for the RD 563 is detailed in the following sections.  Figure 10-1 displays a District 

map and the location of RD 563 within Sacramento County. 
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Figure 10-1 RD 563 
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10.3.1. Overview and Background 

Reclamation District No. 563, also known as Tyler Island, is responsible for maintaining the levee and 

drainage system that provides flood protection for primarily agricultural land, along with a small portion of 

infrastructure, residential, commercial, industrial, and governmental land use.  Tyler Island is located in the 

Northern Delta between the Walnut Grove to the north, Staten Island to the east, Bouldin Island to the south, 

and Andrus Island to the West.  The Island is surrounded by three major waterways, Snodgrass Slough to 

the north, the Mokelumne River to the east, and Georgiana Slough to the west.  The segment of levee along 

Georgiana Slough is considered a Project Levee, while the segment along the North Mokelumne is 

considered a Non-Project Levee.  There are three land access points onto the island including Walnut Grove 

Road to the north, the Walnut Grove bridge crossing of the Mokelumne River in the northeast, and the Tyler 

Island Road bridge crossing of Georgiana Slough in the southwest.  Much of the District’s levees are topped 

with paved or gravel Sacramento County roads including Walnut Grove Road to the north, Tyler Island 

Road which wraps around the southern two-thirds of the District, and Race Track Road to the northwest.  

The remainder of the District’s levees are topped with a minimum 16' wide all-weather gravel road surface. 

Reclamation District No. 364 (Upper Tyler Island) was formed on August 6, 1880, and Reclamation District 

No. 532 (Lower Tyler Island) was formed on February 11, 1891.  On May 7, 1894, a petition was filed with 

the Sacramento County Board of Supervisors to form the current Reclamation District No. 563, which 

included the lands within the existing Reclamation District Nos. 364 and 532, along with lands that up to 

that time did not fall within the boundaries of an organized Reclamation District.  Upon the formation of 

Reclamation District No. 563, District Nos. 364 and 532 ceased.  Today Reclamation District No. 563 

encompasses a total area of 8,990 acres, surrounded by 22.9 miles of levee, all located within Sacramento 

County. 

The District’s Board of Trustees is made up of three Trustees who meet regularly on a quarterly basis. 

10.4 Risk Assessment 

As defined by FEMA, risk is a combination of hazard, vulnerability, and exposure.  “It is the impact that a 

hazard would have on people, services, facilities, and structures in a community and refers to the likelihood 

of a hazard event resulting in an adverse condition that causes injury or damage.” 

The RD 563 risk assessment identifies and profiles relevant hazards and assesses the exposure of lives, 

property, infrastructure, and the environment to these hazards.  The process allows for a better 

understanding of the District’s potential risk and vulnerability to hazards and provides a framework for 

developing and prioritizing mitigation actions to reduce risk from future hazard events. 

Building on the District Profile above, a risk assessment was performed for the District utilizing the existing 

District boundaries.  This includes the following sections: 

➢ 10.4.1 Assets Inventory and Growth and Development Trends 

➢ 10.4.2 Hazard Identification 

➢ 10.4.3 Hazard Profiles and Vulnerability to Specific Hazards 
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10.4.1. Assets Inventory and Growth and Development Trends 

This section provides an inventory of the RD 563’s total assets potentially at risk to hazards and an overview 

of growth and development trends.  This section is broken into two parts: 

➢ Asset Inventory – The assets inventory identifies the RD 563’s total assets, including the people and 

populations; structures; critical facilities and infrastructure; community lifelines; natural, historic, and 

cultural resources; and economic assets and community activities of value.  This data is not hazard 

specific, but is representative of total assets within the District, potentially at risk to identified hazards 

as discussed in Section 10.4.3 Hazard Profiles and Vulnerability to Specific Hazards. 

➢ Growth and Development Trends – A discussion of growth and development trends in the District, 

both current and future, is presented.  

Assets Inventory 

The District’s asset inventory is detailed in the following sections: 

➢ People and Populations 

➢ District Assets and Critical Facilities and Infrastructure 

➢ Community Lifelines 

➢ Natural, Historic, and Cultural Resources 

➢ Economic Assets and Community Activities of Value 

A discussion of each of these assets follows and serves as the template for the asset discussion for each 

hazard in Section 10.4.3. 

People and Populations 

The most important asset within any community are the people and populations that reside in the 

community.  People and populations in the District include both District staff and workers as well as those 

populations located within District boundaries and are served by the District. This section includes an 

inventory of past and current populations of the District and also discusses vulnerable populations and 

underserved communities as a subsection of people and populations located within the District and 

potentially at risk to hazards.  Information from the District and other sources as detailed below form the 

basis of this discussion. 

Historic Population Trends and Current Population 

The most important asset within any community are the people and populations that both work and reside 

in the District.  For special districts, this generally includes District staff and contractors as well as those 

populations located within its boundaries.  The District is governed by a three-member Board of Trustees 

and relies on limited District personnel and contracted professional services for administration, engineering, 

levee maintenance, and other specialized functions.  The District also utilizes contracted engineering and 

professional services to support its operations.  RD 563 provides flood protection and drainage services to 

approximately 60 residents, as well as agricultural properties, businesses, infrastructure, and other 

properties located within the approximately 8,990-acre District. 
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District Assets and Critical Facilities and Infrastructure 

This section considers the RD 563’s assets at risk, with a focus on key District assets such as structures, 

critical facilities and infrastructure, and other District assets and their values.  With respect to District assets, 

the majority of these assets are considered critical facilities as defined for this Plan.  Critical facilities are 

defined for this Plan as: 

Any facility, including without limitation, a structure, infrastructure, property, 

equipment or service, that if adversely affected during a hazard event may result in 

severe consequences to public health and safety or interrupt essential services and 

operations for the community at any time before, during and after the hazard event. 

A critical facility is classified by the following categories: (1) Essential Services Facilities, (2) At-risk 

Populations Facilities, (3) Hazardous Materials Facilities.  

Most of the District assets are considered Category 1 critical facilities, specifically essential services 

facilities. Table 10-3 lists critical facilities and other District assets identified by the District Planning Team 

as important to protect in the event of a disaster.  RD 563’s physical assets, valued at over $8 million, 

consist of structures, critical facilities and infrastructure, and other District assets to support the District’s 

operations. 

Table 10-3 RD 563 Assets:  Structures, Critical Facilities and Infrastructure, and Other 
Facilities. 

Name of Asset Facility Type Replacement Value Which Hazards Pose 
Risk 

Drainage Conveyances (92,650 
ft.) 

Essential Services $2.0 mil Flood, Levee Failure, 
Subsidence 

Pump Station #1 (including all 
station components) 

Essential Services  $2.0 mil Flood, Levee Failure, 
Subsidence 

Pump Station #2 (including all 
station components) 

Essential Services $2.0 mil Flood, Levee Failure, 
Subsidence 

Pump Station #3 (including all 
station components)  

Essential Services –* Flood, Levee Failure, 
Subsidence 

West Thornton-Walnut Grove 
Gas Field 

Essential Services $2.0 mil Flood, Levee Failure, 
Subsidence 

Total  $8,000,000  

Source:  RD 563 

Community Lifelines 

Assessing the vulnerability of the RD 563 to natural hazards and disasters also involves reviewing and 

inventorying the community lifelines in place that could be affected.  It is important to include these items 

in hazard discussions as the continuous operation of critical government and business functions is essential 

to human health and safety, property protection, and economic security.  The importance of community 

lifelines is discussed below: 
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➢ Lifelines are the most fundamental services in the community that, when stabilized, enable all other 

aspects of society to function. 

➢ FEMA has developed a method for objectives-based response that prioritizes the rapid stabilization of 

Community Lifelines after a disaster. 

➢ The integrated network of assets, services, and capabilities that provide lifeline services are used day-

to-day to support the recurring needs of the community and enable all other aspects of society to 

function. 

➢ When disrupted, decisive intervention (e.g., rapid re-establishment or employment of contingency 

response solutions) is required to stabilize the incident. 

Community lifelines, as defined by FEMA, include the following: 

➢ Safety and Security – Law Enforcement/Security, Fire Service, Search and Rescue, Government 

Service, Community Safety 

➢ Food, Hydration, Shelter – Food, Water, Shelter, Agriculture 

➢ Health and Medical – Medical Care, Public Health, Patient Movement, Medical Supply Chain, 

Fatality Management 

➢ Energy – Power Grid, Fuel 

➢ Communications – Infrastructure, Responder Communications, Alerts Warnings and Messages, 

Finance, 911 and Dispatch 

➢ Transportation – Highway/Roadway/Motor Vehicle, Mass Transit, Railway, Aviation, Maritime 

➢ Hazardous Material – Facilities, HAZMAT, Pollutants, Contaminants 

➢ Water Systems – Potable Water Infrastructure, Wastewater Management 

It should be noted that these community lifelines are all in place and functional as part of regular 

government operations in the Sacramento County Planning Area serving as a partnership between the cities, 

local special districts and agencies, and Sacramento County.  Most all of the District’s community lifelines 

overlap with the Planning Area’s and include many of the critical facilities and infrastructure assets 

inventoried for this LHMP.  As such, specific information on these community lifelines in the District and 

how they may be affected by a hazard event or disaster are discussed collectively for all jurisdictions in the 

Base Plan and in the Delta annex. 

Natural, Historic, and Cultural Resources 

Natural Resources 

RD 563 has a variety of natural resources of value to the District.  The RD 563 levee provides protection 

for valuable habitat essential for many threatened and endangered species.  In general, Delta lands, 

including those protected by the District’s levees, provide forage and cover for local and migratory 

populations of birds and terrestrial wildlife including many special status species.  The levees also provide 

important waterside habitat and shoreline for various fisheries that includes several special status species. 

Flooding of Delta islands destroys habitat and kills most terrestrial species present. 

In the District, according to a survey done in 2002, a total of 53.0 acres of levee-associated habitat and 

38,997 linear feet of SRA habitat exist.  Most of the levee-associated vegetation recorded on Tyler Island 

(44.7 acres) was riparian forest (trees greater than 20ft.tall). Riparian forest stands with Willow, Alder, 
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and/or Oregon Ash consisted of 29.2 acres. Stands with Oak and/or Cottonwood accounted for 10.7 acres 

(24.0% of all RF). Additionally, Walnut trees totaled 2.5 acres. Other species accounted for 2.3 acres and 

associated with Tyler levees include: Box Elder, Black locust, Elderberry, Sycamore, Pine, and Button 

Bush. Most of the above habitat was recorded along Georgiana slough. 

The second most common habitat type was shrub/scrub (7.8 acres).  Observations involved individual plants 

from 5 to 19 feet tall.  Over half (4.6 acres) of all shrub/scrub included Himalayan Blackberry and/or 

California Wild Rose.  Both species can serve as forage and cover for birds and small mammals.  Willow 

and Alder were also well represented (2.8 acres or 36%). All other shrub/scrub species only accounted for 

0.37 acres or 5.0% of the total. 

Freshwater marsh species were not very prevalent on Tyler Island (0.5-acre total).  Tule species made up 

the vast majority of all freshwater marsh species recorded here.  Cattail was only observed in one area and 

represents a negligible amount of freshwater marsh on Tyler.  

Special Status Species identified on Tyler Island include three Western Pond Turtles (Clemmys marmorata) 

and a single Swainson Hawk (Buteo swainsoni).  The Western Pond Turtles were identified at two separate 

locations (two individuals at one and a single turtle at the other).  A Swainson Hawk was also identified on 

Tyler Island. "Special status" refers only to nesting populations of Swainson Hawks. 

Historic and Cultural Resources 

The District Planning Team noted that there are no known sites in the District.  

Information on Historic and Cultural Resources for Sacramento County can be found in Section 4.2.1 of 

the Base Plan.   

Economic Assets and Community Activities of Value 

Assessing the vulnerability of the RD 563 to natural hazards and disasters also involves inventorying the 

economic assets and community activities of value in the District. 

Economic Assets 

After a disaster, economic resiliency is one of the major drivers of a speedy recovery.  Each community 

has specific economic drivers.  The maintenance of the levee system is critical to maintain the economy 

supported by over 8,990 acres of prime agricultural land and several non-residential, government, 

commercial, industrial, and agriculture related structures. District levees protect plugged and abandoned 

gas wells, plugged and abandoned dry holes, and a few active drilling gas wells. 

Alfalfa, orchards, tomatoes, pears, grapes, corn, and wheat are the primary crops grown on the island. The 

large acreage of agricultural land provides a substantial source of food for local and migratory species 

throughout the year. 
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Community Activities of Value 

Inventorying economic assets in the District and their vulnerability to natural hazards and disasters also 

involves inventorying activities that have value to the community.  This includes activities that are 

important to a community, like long-standing traditions such as a festival or fair or other activities that bring 

money into the communities such as sports tournaments and other recreational activities.  Community 

Activities of Value for the County were discussed in Section 4.2.1 of the Base Plan and are assumed to be 

the same or similar for the District. 

Growth and Development Trends 

As part of the planning process, the District looked at changes in growth and development, both current and 

future, and examined these changes in the context of hazard-prone areas, and how the changes in growth 

and development affect loss estimates and vulnerability over time. This inventory section details future 

development/redevelopment projects that are likely to occur over the next five years covered by this 2026 

LHMP.  For Districts, this generally includes the following: 

➢ Construction/development projects related to adding new District facilities, infrastructure, land 

acquisition, etc. 

➢ Plans for expansion or build out of the District’s service area, including new service hookups, and other 

District functions related to where the District will be expanding services. 

Population Trends and Projections 

No significant population growth or expansion of developed land within the District has been identified 

since the 2021 Plan. Tyler Island continues to be a rural agricultural area, and substantial residential, 

commercial, or industrial growth is not anticipated during the five-year planning horizon.  

Development since 2021 Plan 

There has been no significant new residential or commercial development identified within RD 563 since 

adoption of the 2021 LHMP. 

Future Development Areas 

Significant residential, commercial, or urban development is not anticipated within RD 563 during the next 

five years. The District is expected to remain predominantly agricultural, and future District activities are 

likely to consist primarily of improvements to existing flood-control, drainage, and levee infrastructure 

rather than development that substantially increases the population exposed to hazards. 

10.4.2. Hazard Identification 

The RD 563 identified the hazards that affect the District and summarized their location, extent, likelihood 

of future occurrence, potential magnitude, and significance (or priority of a hazard) specific to the District 

(see Table 10-4). Those hazards identified as a high or medium significance in Table 10-4  are considered 

District priority hazards for mitigation planning.  Those hazards that occur infrequently or have little or no 
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impact in the District were determined to be of low significance and not considered a priority hazard.  

Significance was determined based on the hazard profile, focusing on key criteria such as frequency, extent, 

and resulting damage, including deaths/injuries and property, natural and cultural resources, and economic 

damage.  The ability of a jurisdiction to reduce losses through implementation of existing and new 

mitigation measures was also considered as to the significance of a hazard.  This assessment was used to 

prioritize those hazards of greatest significance, enabling the District to focus resources where they are 

most needed. 
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Table 10-4 RD 563—Hazard Identification Assessment 

Hazard 

Geographic 

Extent 

Likelihood of 

Future 

Occurrences 

Magnitude/ 

Severity Significance 

Climate 

Change 

Influence 

Aquatic Nuisance Species (plant/animal) Limited Unlikely Negligible Low Low 

Climate Change Extensive Occasional Limited Low – 

Dam Failure Limited Unlikely Negligible Low Medium 

Drought & Water Shortage (w/tree 

mortality) 

Extensive Occasional Critical Low High 

Earthquake (w/subhazards) Extensive Occasional Limited Low Low 

Flood: 1%/0.5%/0.2% annual chance Extensive Occasional Catastrophic High Medium 

Flood: Localized Stormwater Extensive Occasional Critical High Medium 

Landslides, Mudslides, and Debris Flow  Limited Unlikely Negligible Low Medium 

Levee Failure Extensive Occasional Catastrophic High Medium 

Sea Level Rise Limited Likely Limited Low High 

Severe Weather: Extreme Cold and Freeze Extensive Highly Likely Limited Low Medium 

Severe Weather:  Extreme Heat Extensive Highly Likely Critical Low High 

Severe Weather: Heavy Rains and Storms 

(Hail, Lightning, Wind) 

Extensive Likely Critical Medium Medium 

Severe Weather: High Winds and 

Tornadoes 

Extensive Likely Critical Low Low 

Subsidence Extensive Likely Critical Medium Medium 

Wildfire (with smoke and air quality) Limited Unlikely Negligible Low High 

Geographic Extent 

Limited: Less than 10% of planning 

area 

Significant: 10-50% of planning area 

Extensive: 50-100% of planning area  

Likelihood of Future Occurrences 

Highly Likely: Near 100% chance of 

occurrence in next year, or happens 

every year. 

Likely: Between 10 and 100% chance 

of occurrence in next year, or has a 

recurrence interval of 10 years or less.  

Occasional: Between 1 and 10% 

chance of occurrence in the next year, 

or has a recurrence interval of 11 to 

100 years. 

Unlikely: Less than 1% chance of 

occurrence in next 100 years, or has a 

recurrence interval of greater than 

every 100 years. 

Magnitude/Severity 

Catastrophic—More than 50 percent of property severely damaged; 

shutdown of facilities for more than 30 days; and/or multiple deaths 

Critical—25-50 percent of property severely damaged; shutdown of facilities 

for at least two weeks; and/or injuries and/or illnesses result in permanent 

disability 

Limited—10-25 percent of property severely damaged; shutdown of facilities 

for more than a week; and/or injuries/illnesses treatable do not result in 

permanent disability 

Negligible—Less than 10 percent of property severely damaged, shutdown 

of facilities and services for less than 24 hours; and/or injuries/illnesses 

treatable with first aid 

Significance  

Low: minimal potential impact 

Medium: moderate potential impact 

High: widespread potential impact 

Climate Change Influence 

Low: minimal potential impact 

Medium: moderate potential impact 

High: widespread potential impact 

 



Sacramento County RD 563 Annex 10-12 
Local Hazard Mitigation Plan Update 
October 2026 

10.4.3. Hazard Profiles and Vulnerability to Specific Hazards 

This section includes the hazard profiles and vulnerability assessment for the RD 563’s priority hazards 

(i.e., those ranked of medium or high significance specific to the District as identified in the Significance 

column of Table 10-4).  This section focuses on where and how the District is affected by their priority 

hazards.  Chapter 4 of the Base Plan provides more detailed information about these hazards and their 

impacts on the Sacramento County Planning Area.  Methodologies for evaluating vulnerabilities and 

calculating loss estimates are the same as those described in Section 4.2 of the Base Plan. 

Hazard Profiles and Vulnerability Assessment  

Each hazard is profiled in the following format: 

➢ Hazard Profile – A hazard profile is included for each hazard.  This includes information on: 

✓ Hazard Overview – A general discussion of the hazard and related issues is detailed here. 

✓ Location and Extent – Location is the geographic area within the District that is affected by the 

hazard.  Extent is the expected range of intensity for each hazard.  These are discussed in specific 

detail for mapped hazards, and in more general detail for those hazards that do not have discrete 

mapped hazard areas. 

✓ Past Occurrences – Past occurrences are discussed for each hazard.  A discussion of disaster 

declarations is included in each hazard section.  NCDC events are also discussed.  Other past 

occurrences data specific to the District follow the disaster declarations and NCDC events for each 

hazard. 

✓ Climate Change – This section contains the effects of climate change (as applicable).  The possible 

influence of climate change on the hazard is discussed. 

After the hazard profile, a vulnerability assessment is presented.  As part of the vulnerability assessment, 

an estimate of the vulnerability of the District to each identified hazard, in addition to the estimate of risk 

of future occurrence, is provided in each of the hazard-specific sections.  Vulnerability is measured in 

general, qualitative terms and is a summary of the potential impact based on past occurrences, spatial extent, 

and damage and casualty potential.  It is categorized into the following classifications:  

➢ Extremely Low—The occurrence and potential cost of damage to life and property is very minimal to 

nonexistent. 

➢ Low—Minimal potential impact.  The occurrence and potential cost of damage to life and property is 

minimal. 

➢ Medium—Moderate potential impact.  This ranking carries a moderate threat level to the general 

population and/or built environment.  Here the potential damage is more isolated and less costly than a 

more widespread disaster.  

➢ High—Widespread potential impact.  This ranking carries a high threat to the general population and/or 

built environment.  The potential for damage is widespread.  Hazards in this category may have 

occurred in the past.  

➢ Extremely High—Very widespread with catastrophic impact. 

After this classification, a general discussion of hazard vulnerabilities occurs.  This is done in the following 

format: 
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➢ Vulnerability Overview – A general discussion of the hazard vulnerability and related issues is 

detailed here. 

➢ Local Concerns – This includes District provided information on how the District is uniquely affected 

by or vulnerable to each hazard. 

➢ Assets at Risk – A discussion of the assets at risk follows, presented in the same order as in Section 

10.4.1 above, with a few exceptions.  This includes sections on: People and Populations; District Assets 

and Critical Facilities and Infrastructure; and Natural, Historic, and Cultural Resources.  These are 

discussed in specific terms for mapped hazards, and in more general terms for those hazards that are 

unmapped.  Sections on Community Lifelines and Economic Assets and Community Activities of 

Value are not included in the Sections below, as they are common to all jurisdictions and are fully 

covered in Section 10.4.1 above and in Chapter 4 of the Base Plan. 

➢ Impacts – A discussion on hazard impacts follows.  Impacts describe how each hazard can affect the 

District and its assets.  The type and severity of impacts reflect both the potential magnitude of the 

hazard and the vulnerability of the asset. 

➢ Future Conditions/Future Development – A discussion of how future conditions and future 

development may affect the hazard is also included.  This considers both new District assets and 

improvements as well as any changes with the District’s boundaries. 

Power Interruption/Power Failure:  A Common Vulnerability of all Hazards 

An impact of almost all hazards evaluated as part of this LHMP Update relates to power shortage and/or 

power failures.  The US power grid crisscrosses the country, bringing electricity to homes, offices, factories, 

warehouses, farms, traffic lights and even campgrounds.  According to statistics gathered by the U.S. 

Department of Energy, major blackouts are on the upswing.  Incredibly, over the past two decades, 

blackouts impacting at least 50,000 customers have increased 124 percent.  The electric power industry 

does not have a universal agreement for classifying disruptions.  Nevertheless, it is important to recognize 

that different types of outages are possible so that plans may be made to handle them effectively.  In addition 

to blackouts, brownouts can occur.  A brownout is an intentional or unintentional drop in voltage in an 

electrical power supply system.  Intentional brownouts are used for load reduction in an emergency.  

Electric power disruptions can be generally grouped into two categories: intentional and unintentional. 

Much of the Sacramento County Planning Area is served by Pacific Gas & Electric (PG&E) and Sacramento 

Municipal Utility District (SMUD). More information on types of power disruptions can be found in 

Section 4.3 of the Base Plan. 

Public Safety Power Shutoff (PSPS) 

An intentional disruption type of power shortage/failure event has been implemented in California as a 

result of wildfires starting as a result of downed power lines or electrical equipment.  This was the case for 

the Camp Fire in 2018.  As a result, California’s three largest energy companies (including PG&E), at the 

direction of the California Public Utilities Commission (CPUC), are preparing all Californians for the threat 

of wildfires and power outages during times of extreme (fire) weather.  To help protect customers and 

communities during extreme fire weather events, electric power may be shut off for public safety in an 

effort to proactively prevent wildfire.  This is called a PSPS.  More information on PSPS criteria can be 

found in Section 4.3 of the Base Plan.  PG&E noted no PSPS events in the Sacramento County Planning 

Area since the 2021 LHMP.  SMUD noted that it has had no PSPS events for its service territories since 

2021. 
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Local Concerns 

There have been no intentional (including PSPS events) or unintentional power outage issues associated 

with hazard events affecting the District since 2021.  However, with an increase in climate change related 

issues (e.g., extreme heat conditions, atmospheric river storms) occurring in the Sacramento County 

Planning Area, the potential for future hazard related power outages remain a concern. 

Hazard Profiles and Vulnerability Assessment by Hazards 

The following sections provide the hazard profile and vulnerability assessments for each of the hazards 

identified in Section 10.4.2 Hazard Identification. 

Flood: 1%/0.5%/0.2% Annual Chance 

Likelihood of Future Occurrence–Occasional (1%)/Unlikely (0.5/0.2%) 

Vulnerability–Extremely High 

Hazard Profile 

This hazard discusses the FEMA DFIRM 1%, 0.5%, and 0.2% annual chance floods.  These tend to be the 

larger floods that can occur in the District and have caused damage in the past.  Flooding can be a significant 

problem in the District.  Historically, the District has been at risk to flooding primarily during the winter 

and spring months when river systems in the District swell with heavy rainfall and snowmelt runoff.   The 

District has also been at risk during atmospheric river flood events.  Normally, storm floodwaters are kept 

within defined limits by a variety of storm drainage and flood control measures located throughout the 

Sacramento County Planning Area and the RD 563.  Occasionally, extended heavy rains result in 

floodwaters that exceed normal high-water boundaries and cause damage.  Flooding has occurred within 

the 1% and in other localized areas in the District. 

Location and Extent 

The RD 563 has areas located in the 1% annual chance flood zones.  This is seen in Figure 10-2. 
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Figure 10-2 RD 563 – FEMA DFIRM Flood Zones 

 
 

Table 10-5 details the DFIRM mapped flood zones located within the District. 
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Table 10-5 RD 563– DFIRM Flood Hazard Zones 

Flood Zone Description Present in 
District 

A 1% annual chance flooding: No base flood elevations provided  

AE Regulatory 
Floodway 

1% annual chance flood: Regulatory floodway; Base flood elevations provided  

AE 1% annual chance flooding: Base flood elevations provided X 

AH 1% annual chance flood areas of shallow flooding between one to three feet 
deep. Regulatory floodway; Base flood elevations provided 

 

AO Areas subject to inundation by 1-percent-annual-chance shallow flooding (usually 
sheet flow on sloping terrain) where average depths are between one and three 
feet. Average flood depths derived from detailed hydraulic analyses are shown in 
this zone. 

 

A99 Areas subject to inundation by the 1-percent-annual-chance flood event, but 
which will ultimately be protected upon completion of an under-construction 
Federal flood protection system.. No Base Flood Elevations (BFEs) or depths are 
shown.  

 

Shaded X 0.2% annual chance flooding: The areas between the limits of the 1% annual 
chance flood and the 0.2-percent-annual-chance (or 500-year) flood 

 

X Protected by 
Levee 

Areas protected by levees from 1% annual chance flood event. Levee protection 
places these areas in the 0.2% annual chance flood zone. Flood insurance is not 
mandatory but is available. 

 

X (unshaded) No flood hazard  

Source:  FEMA DFIRM 02/22/2024 

Additionally, flood extents can generally be measured in volume, velocity, and depths of flooding.  

Expected flood depths in the District vary, depending on the nature and extent of a flood event; specific 

depths are unknown.  Flood durations in the District tend to be short to medium term, or until either the 

storm drainage system can catch up or flood waters move downstream.  Flooding in the District tends to 

have a shorter speed of onset, due to the amount of water that flows through the District. 

Geographical flood extents for the District from the FEMA DFIRMs are shown in Table 10-6. 

Table 10-6 RD 563 – Geographical DFIRM Flood Zone Extents 

Flood Zone Total Acres % of Total 
Acres 

Improved 
Acres 

% of Total 
Improved 
Acres 

Unimproved 
Acres 

% of Total 
Unimproved 
Acres 

1% Annual 
Chance Flood 
Hazard 

2,341 100% 2,177 100% 164 100% 

0.2% Annual 
Chance Flood 
Hazard 

0 0% 0 0% 0 0% 

Other Areas 0 0% 0 0% 0 0% 

RD 563 Total 2,341 100% 2,177 100% 164 100% 

Source:  FEMA DFIRM 02/22/2024 
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Past Occurrences 

Disaster Declaration History 

A list of state and federal disaster declarations for Sacramento County from flooding is shown on Table 

10-7.  These events also likely affected the District to some degree. 

Table 10-7 Sacramento County – State and Federal Disaster Declarations from Flood 1950-
2025 

Disaster Type State Declarations Federal Declarations 

Count Years  Count Years  

Flood (including heavy 
rains and storms) 

26 1950, 1955, 1958 (twice), 1963, 
1969, 1982 (twice), 1983, 1986, 
1995 (twice), 1996, 1997, 1998, 
2008, 2017 (three times), 2022*, 
2023 (three), 2024 (twice) 

18 1955, 1958, 1964, 1969, 1983, 
1986, 1995 (twice), 1997, 1998, 
2006, 2017 (three times), 2023 
(three times)*, 2024* 

Source: Cal OES, FEMA 

*included a landslide component. 

NCDC Events 

The NCDC tracks flood events for the County.  Events have been tracked for flooding since 1993.  

Sacramento County has seen 174 events.  These events most likely had some impact on the District. 

RD 563 Events 

The 5-year plan for RD 563 included the following events of flooding in the District. 

➢ 1906, 1907, and 2017 - A series of regional flood events occurred.  Flooding can occur with compound 

effects of a storm, high releases from upstream dams, snowmelt, and is influenced by tidal movement.  

More information can be found in the Past Occurrences Section of Levee Failure. 

No additional events have occurred since the 2021 LHMP. 

Climate Change and Flood 

It is likely that climate change will increase the chance of future occurrence as well as future impacts 

associated with flood.  More information on future impacts to the District can be found in the Future 

Conditions/Future Development section of the Vulnerability Assessment below. 

According to the 2024 CAS, climate change may affect flooding in California, the Sacramento County 

Planning Area, and the District.  While average annual rainfall may increase or decrease slightly, the 

intensity of individual rainfall events is likely to increase during the 21st century.  It is possible that average 

soil moisture and runoff could decline, however, due to increasing temperature, evapotranspiration rates, 

and spacing between rainfall events.  Reduced snowpack and increased number of intense rainfall events 

are likely to put additional pressure on water infrastructure which could increase the chance of flooding 

associated with breaches or failures of flood control structures such as levees and dams.   
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Cal Adapt future precipitation projections were shown in Section 4.3.4. 

The 2024 Sacramento County CAP noted that climate change is likely to lead to changes in the frequency, 

intensity, and duration of extreme weather events, such as sustained periods of heavy precipitation, 

increased rainfall intensity during precipitation events, and increased risk of rain-on-snow events.  Further, 

more winter-time precipitation that falls as rain instead of snow, and higher temperatures that will cause 

earlier snowmelt, which could produce substantial surface water flows over a short period of time and may 

potentially affect dams and spillways and overwhelm levee systems designed for historical precipitation 

patterns.  Historically, the County experienced an average of four extreme precipitation events per year (as 

shown in Section 4.3.4 of the Base Plan).  Under the medium and high emissions scenarios, the County is 

expected to experience five to six extreme precipitation events per year by mid-century and six to seven 

extreme precipitation events per year by the late century. 

The 2026 American, Bear, and Cosumnes Watersheds Resilience Plan noted that a key driver of climate 

vulnerability, adaptive capacity, and implementation readiness in the watershed group is flooding.  An 

equity analysis was performed as part of this Plan.  An Equity Analysis Technical Appendix demonstrates 

how social vulnerability aligns with the physical hazard environment across the watershed.  It noted that 

flooding impacts are most severe downstream, where rising flows increasingly stress Sacramento’s levee 

system; a modeled levee‑breach scenario affects 12.5% of the watershed population, and 59% of those 

affected fall into the highest flood‑sensitivity category. 

Future flooding exacerbated by climate change will result in a range of potential impacts across the County. 

For populations, there is an array of social vulnerability factors that exacerbate flood-related risks, and those 

residing in floodplains are especially vulnerable to the direct impacts of flooding. Floodwaters can interact 

with sources of pollution and distribute hazardous pollutants locally and regionally, which may result in 

water contamination and a range of human health impacts.  Additionally, flooding can disrupt transportation 

networks, cause economic losses through business and government facility closures, disrupt 

communications, disrupt the provision of utilities, and cause significant damage to buildings and critical 

infrastructure. Further, flooding may also threaten ecosystems and agricultural resources; unlike natural 

flooding regimes that deposit useful sediment resulting in increased soil fertility as well as groundwater 

recharge, catastrophic flooding from levee overtopping could lead to soil erosion and loss of viable 

cropland. It could also release sewage and hazardous materials into the environment if wastewater treatment 

plants are inundated, storage tanks are damaged, and pipelines are severed. 

The June 2025 Delta Adapts Adaptation Plan noted that climate change will affect flooding in the Delta.  

Located at the confluence of the Sacramento and San Joaquin Rivers and San Francisco Bay, the Delta is a 

complex system whose water levels are influenced by riverine inflows, tides, storm surge, and in some 

locations, flood hazard management and water supply infrastructure.  Climate change will affect many of 

these factors, increasing the risk of flooding.  Riverine flows are the primary driver of high-water levels in 

the north and south Delta, where more frequent and stronger watershed precipitation events and a shift in 

winter precipitation from snow to rain will drive flood vulnerabilities.  In contrast, higher sea levels will 

increase the likelihood of flooding in Suisun Marsh and the western and central Delta.  Climate change is 

expected to increase the frequency of large runoff events across the Delta watershed.  Most of the Delta’s 

flood management infrastructure, including 1,100 miles of levees and upstream reservoirs, were designed 

to operate under historical conditions that did not consider climate change.  Climate change will place 
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greater stress on the flood management system, and Delta levees will become increasingly vulnerable to 

breaches, overtopping, or other types of failure if no action is taken. 

Vulnerability to Flood: 1%, 0.5%, and 0.2% Annual Chance 

Floods have been a part of the District’s historical past and will continue to be so in the future.  During 

winter months, long periods of precipitation and the timing of that precipitation are critical in determining 

the threat of flood, and these characteristics further dictate the potential for widespread structural and 

property damage and potential loss of life and injury.  Predominantly, the effects of 1% annual chance 

flooding are generally confined to areas near the waterways of the District.  As waterways grow in size 

from local drainages, so grows the threat of flood and dimensions of the threat.   

The whole of the District is at some measure of vulnerability to floods.  An assessment of a community’s 

vulnerability to flood begins with an understanding of local exposure to flood.  This is included in the Local 

Concerns section below followed by a discussion of the District’s Assets at Risk to this hazard. 

Local Concerns 

The District has specific concerns and unique vulnerabilities regarding this hazard.  These concerns form a 

portion of the basis for the mitigation strategy and mitigation actions that seek to reduce risk and 

vulnerability to this hazard. 

Should a flood breach the levees, the entirety of the assets of RD 563 would be at risk.  Levee failure is 

discussed later in this Annex.  Flooding of Delta islands destroys habitat, kills most species present, and 

can entrain and strand large populations of native and non-native fish species. 

Assets at Risk 

Assets at risk from flood include people and populations; District assets and critical facilities and 

infrastructure); and natural, historic, and cultural resources.  These are discussed in the following sections. 

People and Populations 

All people and populations located in the 1% annual chance floodplains within the District (including both 

District staff and the population within District boundaries) are at some risk to flooding.  Certain vulnerable 

populations located within areas prone to flooding may be at increased risk to this hazard, especially during 

a large event with minimal advance notice.  These vulnerable populations include: the unsheltered, those 

with limited mobility, and those that lack the resources to leave the area. 

Populations within District boundaries can be the most vulnerable.  Not only are the residents at risk, but 

their homes and contents are all at risk, compounding the impacts associated with significant hazard events. 

District Assets and Critical Facilities and Infrastructure 

Certain District structures are at risk of DFIRM flooding and primarily include those structures located 

within the 1% and 0.2% annual chance floodplains.  Flooding presents a threat to both critical facilities and 
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infrastructure, as well as community lifelines.  Critical infrastructure plays an immensely important role in 

the District and surrounding communities.  District assets listed in Table 10-8 would be at risk to flooding. 

Table 10-8 RD 563 Assets:  Structures, Critical Facilities and Infrastructure, and Other 
Facilities at Risk to Flood: 1%, 0.5%, and 0.2% Annual Chance 

Name of Asset Facility Type Replacement Value 

Drainage Conveyances (92,650 ft.) Essential Services $2.0 mil 

Pump Station #1 (including all station 
components) 

Essential Services  $2.0 mil 

Pump Station #2 (including all station 
components) 

Essential Services $2.0 mil 

Pump Station #3 (including all station 
components)  

Essential Services –* 

West Thornton-Walnut Grove Gas Field Essential Services $2.0 mil 

Total  $8,000,000 

Source:  RD 563 

Natural, Historic, and Cultural Resources 

Large flood events can affect natural, historic, and cultural resources.  There are a number of ways 

floodwaters can impact natural resources and the environment.  Wildlife habitats can be destroyed by 

floodwaters.  Contaminated floodwater can pollute rivers and habitats.  Silt and sediment can destroy natural 

areas.  Riverbanks and natural levees can be eliminated as rivers reach bankfull capacity.  Rivers can be 

widened, and deposition can increase downstream.  Trees can be uprooted by high-velocity water flow.  

Plants that survived the initial flood may die due to being inundated with water.  Historic and cultural 

resources may also be affected.  Generally, the impacts are associated with damage to structures within the 

flooded areas, but other cultural resources such as those associated with Native Americans and old tribal 

areas can also be disturbed, damaged and lost during extreme flood events.  Any of these that fall in the 

flood zones shown on Figure 10-2 would be vulnerable. 

Impacts from Flood: 1%, 0.5%,and 0.2% Annual Chance 

Floods are among the costliest natural disasters in terms of human hardship and economic loss nationwide.  

Large flood events, including those associated with 1% annual chance floods, can cause substantial damage 

to structures, landscapes, and utilities as well as life safety issues.  People may be swept away in 

floodwaters, causing injuries or deaths.  Floods can be extremely dangerous, and even six inches of moving 

water can knock over a person given a strong current.  During a flood, people can also suffer heart attacks 

or electrocution due to electrical equipment short outs.   Direct impacts, such as drowning, can be limited 

with adequate warning and public education about what to do during floods.  Floodwaters can transport 

large objects downstream which can damage or remove stationary structures.  Structures can be damaged 

directly from floodwaters and can also be damaged from trees falling as a result of water-saturated soils.  

Ground saturation can result in instability, collapse, or other damage.  Objects can also be buried or 

destroyed through sediment deposition.  Floodwaters can also break utility lines and interrupt services 

causing power outages.  The interruption of power causes major problems and can result in the closure of 
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governmental offices and community businesses.  Public schools may also be required to close or be placed 

on a delayed start schedule.  Roads can be damaged and closed, causing safety and evacuation issues. 

Standing water can cause damage to crops, roads, foundations, and electrical circuits.  Other problems 

connected with flooding and stormwater runoff include erosion, sedimentation, degradation of water 

quality, loss of environmental resources, and economic impacts. 

Impacts to identified assets at risk to this hazard and the overall vulnerability of the District may be affected 

in the future by climate change (which was discussed in the hazard profile discussion above), changes in 

population patterns (migration, density, or the makeup of socially vulnerable populations), and changes in 

land use and development.  These are discussed below. 

Future Conditions/Future Development 

This section provides a discussion of how future conditions will influence or affect the hazard over time 

and also discusses future development relative to each hazard. 

Future Conditions 

Future conditions may be affected by climate change, changes in population patterns (migration, density, 

or the makeup of socially vulnerable populations), and changes in land use and development.  Findings on 

this for the RD 563 include the following: 

➢ Climate change is likely to exacerbate future flood conditions and associated impacts and vulnerability 

of the District to 1% and 0.2% annual chance flooding.  This was discussed in greater detail in the 

Climate Change and Flood section of the Hazard Profile above. 

➢ Population projections within the jurisdictional boundaries of the District show the population to be 

slightly declining. It is unknown how population patterns and demographics will change in the near 

future. The District may add staff, but this number would be small.  The District noted that it has no 

control over population changes within its jurisdictional boundaries.  With no notable changes in 

populations numbers and makeup, the vulnerability of the District to this hazard is unlikely to change. 

➢ Changes in land use and development in the District are expected to be limited in the near future and 

thus are not likely to affect flooding and associated impacts to the District.  Additional development 

traditionally leads to additional flooding.  In addition, adherence to protective building codes for new 

development will assist in limiting future impacts and associated vulnerabilities of the District to this 

hazard.  

Future Development 

Future development in the District may be built in the floodplain, as long as it conforms to the standards of 

the floodplain ordinance.  The County floodplain management ordinance on areas inside the District.  More 

detail on the specifics of the floodplain ordinance can be found in Section 4.4.1 of the Base Plan.  New 

District facilities and assets will be sited in such a way as to reduce the risk from flooding to District 

structures and assets.  
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Flood:  Localized Stormwater Flooding 

Likelihood of Future Occurrence–Occasional 

Vulnerability–High 

Hazard Profile 

Flooding occurs in areas other than the FEMA mapped 1%, 0.5%, and 0.2% annual chance floodplains.  

Flooding may be from drainages not studied by FEMA, lack of or inadequate drainage infrastructure, or 

inadequate maintenance.  Localized, stormwater flooding occurs throughout the District, during the rainy 

season from November through April.  Prolonged heavy rainfall (including that from atmospheric river 

events) contributes to a large volume of runoff resulting in high peak flows of moderate duration. 

Location and Extent 

The RD 563 is subject to localized flooding throughout the District.  Areas prone to localized flooding are 

included in the past occurrences section below.  Flood extents are usually measured in areas affected, 

velocity of flooding, and depths of flooding.  Expected flood depths in the District vary by location.  Flood 

durations in the District tend to be short to medium term, or until either the storm drainage system can catch 

up or flood waters move downstream.  Localized flooding in the District tends to have a shorter speed of 

onset, especially when antecedent rainfall has soaked the ground and reduced its capacity to absorb 

additional moisture. 

Past Occurrences 

Disaster Declaration History 

There have been no state or federal disaster declarations from localized floods.  There would most likely 

have been localized flood events during the disaster declarations from flood as shown in the previous 

1%/0.2% annual chance flood section.   

NCDC Events 

The NCDC occurrences of localized flooding are included in the 1% and 0.2% annual chance flood hazard 

profile above where past flood events were noted. 

RD 563 Events 

The District noted that localized flooding generally occurs during periods of heavy rain and storms and 

often occurs in conjunction with the larger, more significant flood events.  Many of these were discussed 

in the Past Occurrences Section of the Flood:1% and 0.2% annual chance flood section above. 

Climate Change and Localized Flood 

It is likely that climate change will increase the chance of future occurrence as well as future impacts from 

localized flood.  More information on future impacts to the District can be found in the Future 

Conditions/Future Development section of the Vulnerability Assessment below. 
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Even if average annual rainfall may decrease slightly, the intensity of individual rainfall events is likely to 

increase during the 21st century, increasing the likelihood of overwhelming stormwater systems built to 

historical rainfall averages.  This makes localized flooding more likely. 

Vulnerability to Localized Flood 

Flood vulnerability and their impacts vary by location and severity of any given flood event and will likely 

only affect certain areas of the District during specific times.  Based on the risk assessment, it is evident 

that floods will continue to have potentially significant impacts to certain areas of the District.  However, 

while flooding can cause significant impacts, depending on the duration and volume of precipitation and 

the drainage in any given area, many of the floods in the District are minor, localized flood events that are 

more of a nuisance than a disaster. 

Many areas of the District are at some measure of vulnerability to localized flooding.  An assessment of a 

community’s vulnerability to localized flooding begins with an understanding of local exposure to localized 

flooding.  This is included in the Local Concerns section below followed by a discussion of the District’s 

Assets at Risk to this hazard. 

Local Concerns 

The District has specific concerns and unique vulnerabilities regarding this hazard.  These concerns form a 

portion of the basis for the mitigation strategy and mitigation actions that seek to reduce risk and 

vulnerability to this hazard. 

Historically, RD 563 has been at risk to flooding primarily during the spring months when river systems in 

the County swell with heavy rainfall.  Localized flooding also occurs throughout the Planning Area at 

various times throughout the year with several areas of primary concern unique to the District.  The District 

has a drainage system set up to deal with localized flooding.  This is shown on Figure 10-3. 
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Figure 10-3 RD 563 Drainage System 

 
Source:  RD 563 2013 5-Year Plan 
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Assets at Risk 

Assets at risk from localized flood include people and populations; District assets and critical facilities and 

infrastructure); and natural, historic, and cultural resources.  These are discussed in the following sections. 

People and Populations 

People and populations (including both District staff and the population within District boundaries) are 

traditionally not highly vulnerable to localized flooding, but their structures and contents can be at risk.  

Likewise, most vulnerable populations are not uniquely vulnerable to localized flooding. Localized 

flooding may cause transportation issues as roads and bridges are impacted or closed and affect the ability 

for people to travel throughout the District. 

District Assets and Critical Facilities and Infrastructure 

District assets and critical facilities and infrastructure in areas with localized flooding can be affected if 

floodwaters intrude into the structure.  Structures and critical facilities in low lying areas, can be at greater 

risk.  Buildings with older foundations that are prone to water intrusion are also at greater risk.  Once water 

finds its way into a structure, it tends to continue to do so until the path that brings water into a structure is 

mitigated.  Structures can also be damaged by trees that have become uprooted and fall during rain and 

storm events.  Large trees falling onto structures can cause significant damage.  The District Planning Team 

noted that all District assets are at risk to localized flooding; however, this flooding is likely to be a 

nuisance-type of flood, and would not have lasting impacts on the District. 

Natural, Historic, and Cultural Resources 

Natural resource assets may have some vulnerabilities to localized flood during major storm events, but can 

benefit from floodwaters, often by design.  Many parks and green spaces are designed to take overflow 

water and release it into the underlying soils and natural areas.  Wetland areas in the District actually help 

reduce the risk of flooding, as they can absorb excess rainfall that would have to be drained away from 

impervious surfaces.  Flooding can provide many benefits to the natural environment, including recharging 

wetlands and groundwater, increasing fish production, creating wildlife habitat, and rejuvenating soil 

fertility.  Flooding of Delta islands destroys habitat, kills most species present, and can entrain and strand 

large populations of native and non-native fish species.  These smaller localized flooding events often 

provide more benefits to the environment in comparison to negative impacts associated with large flood 

events.  Historic and cultural resources may be at some measure of vulnerability if they are located in areas 

subject to repeated localized flooding. 

Impacts from Localized Flood 

Primary concerns associated with localized stormwater flooding include impacts to infrastructure that 

provide a means of ingress and egress throughout the community.  Ground saturation can result in 

instability, collapse, or other damage to trees, structures, roadways and other critical infrastructure.  Objects 

can also be buried or destroyed through sediment deposition.  Floodwaters can break utility lines and 

interrupt services.  Standing water can cause damage to crops, roads, and foundations.  Other problems 
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connected with flooding and stormwater runoff include erosion, sedimentation, degradation of water 

quality, losses of environmental resources, and certain health hazards. 

Life safety issues from localized flooding would be more limited.  The amount and type of damage or 

flooding that occurs varies from year to year and from storm to storm, depending on the quantity of 

precipitation and runoff.   

Impacts to identified assets at risk to this hazard and the overall vulnerability of the District may be affected 

in the future by climate change (which was discussed in the Likelihood of Future Occurrence discussion 

above), changes in population patterns (migration, density, or the makeup of socially vulnerable 

populations), and changes in land use and development.  These are discussed below. 

Future Conditions/Future Development 

This section provides a discussion of how future conditions will influence or affect the hazard over time 

and also discusses future development relative to each hazard. 

Future Conditions 

Future conditions may be affected by climate change, changes in population patterns (migration, density, 

or the makeup of socially vulnerable populations), and changes in land use and development.  Findings on 

this for the RD 563 include the following: 

➢ Climate change is likely to exacerbate future heavy rain conditions and associated impacts and 

vulnerability of the District to localized flood.  This was discussed in greater detail in the Climate 

Change and Localized Flood section of the Hazard Profile above. 

➢ Population projections within the jurisdictional boundaries of the District show the population to be 

slightly declining. It is unknown how population patterns and demographics will change in the near 

future. The District may add staff, but this number would be small.  The District noted that it has no 

control over population changes within its jurisdictional boundaries.  With no notable changes in 

populations numbers and makeup, the vulnerability of the District to this hazard is unlikely to change. 

➢ Changes in land use and development in the District are expected to be limited in the near future and 

thus are not likely to affect flooding and associated impacts to the District.  Additional development 

traditionally leads to additional localized flooding.  However, adherence to protective building codes 

for new development will assist in limiting future impacts and associated vulnerabilities of the District 

to this hazard. 

Future Development 

The District will need to be proactive to ensure that increased development has proper siting and drainage 

for stormwater.  The risk of localized flooding to future development can also be minimized by accurate 

recordkeeping of repetitive localized storm activity.  Mitigating the root causes of the localized stormwater 

flooding can reduce future flood losses. 
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Levee Failure 

Likelihood of Future Occurrence–Occasional 

Vulnerability–Extremely High 

Hazard Profile 

A levee is a raised area that runs along the banks of a stream or canal.  Levees reinforce the banks and help 

prevent flooding by containing higher flow events to the main stream channel.  By confining the flow to a 

narrower steam channel, levees can also increase the speed of the water.  Levees can be natural or man-

made.  A natural levee is formed when sediment settles on the streambank, raising the level of the land 

around the stream. 

Levees provide strong flood protection, but they are not failsafe.  Levees are designed to protect against a 

specific flood level and could be overtopped during severe weather events or a release from or failure of a 

dam.  Levees reduce, not eliminate, the risk to individuals and structures located behind them.  A levee 

system failure or overtopping can create severe flooding and high-water velocities.  It is important to 

remember that no levee provides protection from events for which it was not designed, and proper operation 

and maintenance are necessary to reduce the probability of failure. 

Over 518 miles of levees are located throughout the Sacramento County Planning Area.  These include both 

accredited and unaccredited levees, as discussed in Section 4.3.14 of the Base Plan, all which pose a risk to 

adjacent communities should a levee fail or overtop.  While the levee analysis included in this section 

focuses on the accredited levees and those with improvements in process based on the DFIRM A99 and X-

Protected by Levee Flood Zones, there are many older, unaccredited levees located throughout the County 

Planning Area, including the District, that may have a greater potential for overtopping or breaching and 

pose a significant risk to communities should they fail. 

Location and Extent 

The entire District are at risk to levee failure flooding.  There is not a scientific scale or measurement system 

in place for levee failure.  It is usually measured in area covered and depth of flooding. A map of levees 

located in the Sacramento County Planning Area is shown in Section 4.3.14 of the Base Plan.  Note, not all 

levees and levee inundation depths are depicted on these maps. The speed of onset is slow as the river rises, 

but if a levee fails the warning times are short for those in the inundation area.  The duration of levee failure 

risk times can be hours to weeks, depending on the river flows that the levee holds back.  Those levees 

accredited as providing protection against the 1% or greater annual chance flood and those in levees in the 

certification process are identified in the FEMA DFIRMs which also include those areas protected by the 

levees. 

There are no DFIRM levee protected areas in the District, as the District sits outside of accredited levee 

areas.  As such no mapping is shown and no tabular analysis is performed.  While this gives the initial 

appearance of limited levee failure risk, it should be noted that these unaccredited levees may have a greater 

potential for failure or breach and can pose even a greater risk to those communities in which they are 

located.  Levees in the District are shown on Figure 10-4. 
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Figure 10-4 RD 563 – Levee Protected Areas 

 
Source: RD 563 

Table 10-9 summarizes needed and partially completed levee improvement projects on the Project Levee 

segment of Tyler island (along Georgiana Slough).   

Table 10-9 RD 563 – Levee Improvements  

Category Item Remarks Station 
Issue 
No. 

Repair 
Complete 
Y/N, Date 

Levee 
Embankments 

Slope Stability 

LS, Active slumping on LS slope with 16-
in tall head scarp extends 25-ft.  Tension 
crack up to 6-in deep above the slump.  
Animal burrow directly below slump. 

1069+75 466   

Levee 
Embankments 

Slope Stability 

LS, Active slope failure. Slump at mid LS 
slope has up to 20-in vertical 
displacement and extends 50-ft.  Near 
standing water at LS toe. 

1071+80 467 Y 

Levee 
Embankments 

Slope Stability 

LS, Active slope failure on LS slope.  
Tension cracking up to 6-in deep and 4-in 
wide.  Extends 30-ft. Vertical 
displacement of soil mass at least 6-in. 

1079+19 474 
Partial 
Repair 

Levee 
Embankments 

Slope Stability 

LS, Active slump on LS slope. Tension 
crack above slump is 6-in deep, 3-in wide 
and extends 100-ft. Vertical displacement   
of soil mass is at least 3-in. 

1082+00 475   
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Category Item Remarks Station 
Issue 
No. 

Repair 
Complete 
Y/N, Date 

Levee 
Embankments 

Slope Stability 

LS, Active slope failure on lower LS slope 
with vertical displacement of 
approximately 8-in.  Tension cracking 2-in 
wide and 7-in deep extends 20-ft. 

1084+08 476   

Levee 
Embankments 

Slope Stability 

LS, Active slope failure on LS.  Nearly 
vertical slope, 5-ft high with minimal 
vertical displacement, but with shallow 
plane sloughing. Tension cracking 6-in 
deep, 15-ft long and 3-in 

1188+55 568   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion at levee toe more than 2-ft 
into levee prism, extends 100-ft. 

628+70 53 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope more than 2-ft 
into prism. Some soil sliding near levee 
hinge extends 150-ft. Riprap at toe was an 
inadequate repair. 

631+18 57   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope more than 2-ft 
into levee prism extends 50-ft. Riprap at 
toe was an inadequate repair. 

636+12 59 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe more than 2-ft 
into levee prism, extends 30-ft. 

657+90 76   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope covered with 
riprap, 300-ft long, cuts into prism more 
than 2-ft. Riprap is ineffective or was an 

659+73 79 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on lower WS slope, 4-ft 
deep, over 2-ft into prism, extends 60-ft. 

680+98 91   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion by pipe through levee.  
Large scour of 20-ft diameter and 5-ft 
deep.  Cuts greater than 2-ft into levee 
prism. 

772+78 201 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion at WS toe.  Up to 4-ft deep 
and extends 20-ft. Cuts greater than 2-ft 
into levee prism. 

778+16 207   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion at WS toe.  Up to 5-ft deep.  
Extends 100-ft. Cuts greater than  
2-ft into levee prism. 

790+76 224   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope.  Up to 7-ft 
deep and extends 15- ft.  Cuts greater 
than 2-ft into levee prism. 

795+55 234   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion at WS toe.  
 3-ft deep and extends  
120-ft.  Cuts greater than 2-ft into levee 
prism. 

818+75 250   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on lower WS slope.  Up to 
4-ft deep and extends 30-ft.  Cuts greater 
than 2-ft into levee prism. 

826+98 256   
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Category Item Remarks Station 
Issue 
No. 

Repair 
Complete 
Y/N, Date 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on lower WS slope.  5-ft 
deep and extends 20- ft.  Cuts greater 
than 2-ft into levee prism. 

837+25 259   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope.  Up to 5-ft 
deep and extends 40- ft.  Cuts greater 
than 2-ft into levee prism. 

842+65 264   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe.  Up to 6-ft deep.  
Extends 20-ft. Cuts greater than 2-ft into 
levee prism. 

862+50 286   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe up to 4-ft deep.  
Extends 15-ft.  Cuts greater than  
2-ft into levee prism. 

863+52 288   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe by pipe.  Up to 
3-ft deep and extends15-ft.  Cuts greater 
than 2-ft into levee prism. 

885+12 314   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe,  
3-ft deep, extends 50-ft, and cuts more 
than 2-ft into levee prism. 

896+95 328   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion at WS toe up to 4-ft deep, 
extends 20-ft. Cuts more than 2-ft into 
levee prism. 

898+70 329   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS near toe. 3-ft deep 
extends 100-ft. Cuts more than 2-ft into 
levee prism. 

909+19 332   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe, up to 5-ft deep, 
extends 300-ft. Cuts more than 2-ft into 
levee prism. 

920+90 338   

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe up to mid-slope 
extends 120-ft, 5-ft deep. Cuts more than 
2-ft into levee prism. 

926+75 342 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS mid-slope, up to 10-
ft deep, extends 60- ft. Cuts more than 2-
ft into levee prism. 

991+40 393 
Partial 
Repair 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe caused by pipe 
through levee, up to 3- ft deep, 10-ft 
wide, Cuts more than 2-ft into levee 
prism. 

1009+25 403 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS toe, 10-ft wide, up to 
3-ft deep, Cuts more than 2-ft into prism. 

1015+60 416 Y 

Levee 
Embankments 

Erosion/Bank 
Caving 

WS, Erosion on WS slope up to 6-ft deep, 
extends120-ft. Cuts more than 2-ft into 
prism. 

1061+85 454 
Partial 
Repair 

Levee 
Embankments 

Erosion/Bank 
Caving 

Start Point: WS, Erosion on WS toe.  4-ft 
deep.  Greater than 2-ft cut into levee 
prism. End Point 0558. 

1168+25 555   
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Category Item Remarks Station 
Issue 
No. 

Repair 
Complete 
Y/N, Date 

Levee 
Embankments 

Erosion/Bank 
Caving 

End Point: WS, Erosion at WS toe.  Start 
Point 0555. 

1169+87 558   

Source:  RD 563 

Past Occurrences 

Disaster Declaration History 

There have been two state and two federal disasters declarations directly related to levee failure in 

Sacramento County, as shown on Table 10-10.  Also, it is important to note that many of the flood disaster 

declarations included in Section 4.3.11 of the Base Plan (like the December 31, 2022 event near Wilton) 

also may include flooding associated with levee breach or failure events. 

Table 10-10 Sacramento County – State and Federal Disaster Declarations Summary 1950-2025 

Disaster Type State Declarations Federal Declarations 

Count Years  Count Years  

Levee Break 2 1972, 1980 2 1972, 1980 

Source: Cal OES, FEMA 

NCDC Events 

There have been no NCDC levee failure events in Sacramento County, as the NCDC does not track levee 

failure flooding as a stand-alone hazard. 

RD 563 Events 

The 5-year plan for RD 563 included the following events of levee failure in the District. 

➢ 1906 and 1907 – A series of regional flood events caused the inundation of several islands including 

Reclamation District No. 563. 

➢ 1982 – A series of large storms that produced heavy rain and high winds caused heavy runoff and high 

tide conditions that impacted the Districts levee, as well as the entire Sacramento – San Joaquin Delta 

region.  The resulting impacts to the District’s levee included water overtopping the levee, increased 

seepage through the levee, subsidence and partial failure of the levee landside slope, and severe erosion 

to the waterside slope including degradation of the existing rock slope erosion protection.  $1.44 million 

in damages were sustained in this event. 

➢ 1986 – Due to the extreme storm event, multiple days of heavy rain, strong winds from extreme low 

pressure gradients, high tides and runoff affecting the entire Sacramento-San Joaquin Delta, the 

District’s levee failed in two locations along the North Fork of the Mokelumne River at approximate 

levee stations 228+00 and 238+00.  More than $9 million in damages were sustained in this event. 

➢ 1997 - A series of large storms that produced heavy rain and high winds caused heavy runoff and high 

tide conditions that impacted the Districts levee, as well as the entire Sacramento – San Joaquin Delta 

region.  The District claimed costs for flood event related erosion repairs, emergency response – flood 

fight, and engineering technical assistance.  Due to the improvements to the District’s levee since the 
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1986 flood event, and well organized flood fight response, the District’s levees and sustained only 

minor damage and performed well.  $781,912 in damages were reported. 

➢ 2006 Winter Storms. (FEMA 1628-DR) A large series of storm events generating high winds and heavy 

rain caused rivers to rise above flood stage.  High winds during this time caused damage to the District’s 

rock slope protection at various locations, road damage from levee patrols and repair equipment and 

seepage problems.  Repairs were made to the rock slope protection and roads.  The seepage site was 

stabilized with a gravel blanket.  Overall, the levee performance was good. 

➢ 2017 High Water Event. A large series of storm events generating high winds and heavy rain caused 

rivers to rise above flood stage. Emergency erosion repairs, rodent hole repairs, deployment of muscle 

wall and emergency response patrols and labor occurred during the event.  Between Levee Station 

403+00 and 450+00 the District levee experienced a significant landside slope failure due to under and 

through seepage.  Emergency and temporary repair included placing a rock berm extending landward 

around the failure and then adding fill material to the damaged levee prism to fill the void.  An 

engineered long-term repair strategy has been developed and submitted for assistance and remains in 

appeal for FEMA funding at the time of this report. The District had well organized flood fight response, 

and was able to immediately address the slope failure site which kept the island from flooding.  Other 

than the slope failure site, the District's levees and sustained only minor damage and performed well. 

The District noted that there have been no levee failures since the 2021 LHMP. 

Climate Change and Levee Failure 

The 2024 Sacramento County CAP noted that climate change is likely to lead to changes in the frequency, 

intensity, and duration of extreme weather events.  The County is projected to experience a steady increase 

in average annual precipitation through the end of the century, with much of that precipitation likely to 

occur during extreme precipitation events, which can lead to flood impacts.  According to Cal-Adapt, the 

historic average annual precipitation in Sacramento County is 18.3 inches, and the historic average annual 

number of extreme precipitation events is four.  The average annual precipitation across the County may 

rise upwards of 22 inches, with the number of extreme precipitation events potentially exceeding 7 per year 

by the end of the century, depending on the level of current and future GHG emissions.   

In general, California exhibits “booms and busts,” which refers to the existence of both very wet years and 

very dry years.  The amount of precipitation that falls in any particular year is largely influenced by 

occurrences of large, discrete winter storms, also known as atmospheric rivers, which often provide a 

substantial fraction of the region’s annual precipitation, inclusive of the county.  In California, atmospheric 

rivers vary in intensity; some are beneficial for water supply and replenish snowpack that naturally melts 

during the summer, serving as the water supply for people and agriculture, while others are responsible for 

widespread and adverse impacts (NOAA 2023).  Extreme precipitation from these atmospheric rivers in 

the future may prove to be more variable, volatile, and potentially more severe.  These extremes are most 

likely to occur during storm events, leading to more severe damage from waves and floods, thus possibly 

leading to more levee failure events. 

The June 2025 Delta Adapts Adaptation Plan noted that climate change will affect levee failure flooding in 

the Delta.  The Delta’s 1,300 miles of levees protect more than 800,000 acres of land and play a critical 

role in conveying water supply through the Delta.  By mid-century, overtopping of Delta levees by an event 

with a 1-percent annual chance of occurrence may result in the exposure of over $1.8 billion in annual 
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agricultural and commercial economic activity and $10.5 billion in agricultural, residential, commercial, 

and infrastructure assets.  Most of the Delta’s flood management infrastructure, including levees and 

upstream reservoirs, are designed to operate under historical sea level and hydrologic conditions that do not 

consider potential future climate change.  Changing climatic conditions will place greater stress on the flood 

management system in the future. 

Vulnerability to Levee Failure 

According to historical hazard data and levee mapping, levee failures can occur in or near the District.  

Portions of the District are at some measure of vulnerability to levee failure floods, including failure or 

breach of accredited levees, those in the certification process, and unaccredited levees.  An assessment of a 

community’s vulnerability to levee failure flooding begins with an understanding of local exposure to 

levees.  This is included in the Local Concerns section below followed by a discussion of the District’s 

Assets at Risk to this hazard. 

Local Concerns 

The District has specific concerns and unique vulnerabilities regarding this hazard.  These concerns form a 

portion of the basis for the mitigation strategy and mitigation actions that seek to reduce risk and 

vulnerability to this hazard. 

General Concerns 

The two primary vulnerabilities that threaten the levee system on Tyler Island involve levee stability and 

levee geometry.  The Tyler Island levee system has a history of levee stability problems including 

settlement, movement, seepage, and slope failure.  Documentation of the levee’s performance is extensive. 

There are several historical seepage sites along the district due to threats ranging from foundation and 

structural soil deficiencies to rodent damage.  Waterside erosion also continues to be a constant threat, 

especially along the Project Levee portion of Georgiana Slough.  The levee break in 1986 and the ensuing 

inundation of the entire District, however, stands as the most poignant reminder of levee vulnerability.  

Levee improvements since that time have greatly improved the District’s levee system and the levee has 

performed well in subsequent flood events. 

The Tyler Island levee provides a public benefit by maintaining water quality and water supply reliability 

for cities and farms in the San Joaquin Valley, San Francisco Bay area, and Southern California.  Tyler 

Island is situated upstream of where fresh river water and salty bay water meet and mix.  Under typical 

summer salinity conditions in the lower Sacramento River, salinity rises sharply at the outlet of the river 

into the bay.  The Tyler Island levee is critical to controlling salinity intrusion to the interior Delta.  A levee 

break would increase the rate and area of mixing and would allow the saline bay water to move further 

upstream, jeopardizing the fresh water supply exported from the Delta for the Central Valley Project water 

supply, the State Water Project, and the Contra Costa intake. 

Most flooding occurs in winter and spring when major saltwater intrusion is less likely. There are occasional 

levee failures under low-flow conditions, which can cause major short-term water-quality problems. For 

instance, the Andrus Island levee failed in the summer of 1972. 
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Georgiana Slough which borders the District Project Levee, is a major corridor to transport Sacramento 

River water to the State and Federal water project pumps located in the southern Delta. Failure of the Project 

Levee could impact the operation of those facilities. 

Concerns from Five-Year Plan  

A failure or breach of the District’s levee system could result in flooding of the District to depths of 

approximately 25 feet on average.  Costs associated with such an event have been calculated using actual 

costs from the 2004 Jones Tract Flood.  All information used was gathered from the final FEMA Project 

Worksheets used to close out the claims for all of the public agencies involved in the disaster event (FEMA 

1529-DR).  Additional costs for work not claimed to FEMA included work performed by the United States 

Army Corps of Engineers; these costs were established from the invoiced amount provided by the 

Contractor.  For Reclamation District No. 563, the estimated cost of a flood event resulting from a single 

levee failure would be approximately $31,600,000 based on the costs from the 2004 Jones Tract flood event, 

with costs for distinct emergency and repair activities.  The cost analysis above does not include damage to 

privately owned property and improvements.  

StormReady Flood Scenarios and Evacuation Routes 

The County of Sacramento and the City of Sacramento have prepared various detailed maps showing 

hypothetical levee breaks, inundation levels and the time it would take for waters to rise in affected 

neighborhoods, and rescue and evacuation zones.  It is important to note that these maps deal with potential 

scenarios.  These are to help Sacramento County citizens think of how to escape before an emergency 

occurs.  It should be noted that it would be incorrect to assume that the evacuation routes shown on the 

maps will necessarily be citizens only way out in a flood.  Escape routes could be affected by localized 

flooding, traffic accidents, and different flooding situations occurring at the time. Emergency officials will 

monitor roads and let the public know through radio stations and other media if alternate routes should be 

taken. 

For RD 563, Figure 10-5 details the locations in the Delta within Reclamation District 563 where flooding 

could occur.  The red triangle denotes hypothetical potential levee breach locations.  RD 563 has three 

potential levee break scenarios.  Maps for Scenario 1 regarding time to one foot inundation (Figure 10-6), 

estimated flood depths (Figure 10-7), and suggested evacuation routes (Figure 10-8) are displayed below.  

Maps for Scenario 2 and 3 can be found on the Sacramento County stormready.org website. 
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Figure 10-5 RD 563 – Potential Levee Breach Location 

 
Source:  Sacramento County Storm Ready – retrieved August 4, 2026 
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Figure 10-6 RD 563 – Time to One Foot Inundation after Levee Breach 

 
Source:  Sacramento County Storm Ready – retrieved August 4, 2026 
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Figure 10-7 RD 563 – Estimated Flood Depth from Levee Breach Scenario 

 
Source:  Sacramento County Storm Ready – retrieved August 4, 2026 
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Figure 10-8 RD 563 – Levee Breach Scenario Evacuation Routes 

 
Source:  Sacramento County Storm Ready – retrieved August 4, 2026 

Assets at Risk 

Assets at risk from levee failure include people and populations; District assets and critical facilities and 

infrastructure); and natural, historic, and cultural resources.  These are discussed in the following sections. 

People and Populations 

All people and populations (including both District staff and the population within District boundaries) 

located in leveed areas are at some risk to levee failure flooding.  Certain vulnerable populations located 

within areas prone to levee failure flooding may be at increased risk to this hazard, especially during a large 

event with minimal advance notice.  These vulnerable populations include: the unsheltered, those with 

limited mobility, and those that lack the resources to leave the area. 

District Assets and Critical Facilities and Infrastructure 

Most (if not all) District assets and critical facilities are at risk of levee failure flooding and primarily include 

those structures located adjacent to levee protected areas.  District assets listed in Table 10-11 would be at 

risk to flooding. 
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Table 10-11 RD 563 Assets:  Structures, Critical Facilities and Infrastructure, and Other 
Facilities at Risk to Levee Failure 

Name of Asset Facility Type Replacement Value 

Drainage Conveyances (92,650 ft.) Essential Services $2.0 mil 

Pump Station #1 (including all station 
components) 

Essential Services  $2.0 mil 

Pump Station #2 (including all station 
components) 

Essential Services $2.0 mil 

Pump Station #3 (including all station 
components)  

Essential Services –* 

West Thornton-Walnut Grove Gas Field Essential Services $2.0 mil 

Total  $8,000,000 

 

Natural, Historic, and Cultural Resources 

Large flood events, such as those occurring as a result of a levee failure, can affect natural, historic, and 

cultural resources.  There are a number of ways floodwaters can impact natural resources and the 

environment.  Wildlife habitats can be destroyed by floodwaters.  Contaminated floodwater can pollute 

rivers and habitats.  Silt and sediment can destroy natural areas.  Riverbanks and natural levees can be 

eliminated as rivers reach bankfull capacity.  Rivers can be widened, and deposition can increase 

downstream.  Trees can be uprooted by high-velocity water flow.  Plants that survived the initial flood may 

die due to being inundated with water.  Historic and cultural resources may also be affected.  Generally, the 

impacts are associated with damage to structures within the flooded areas, but other cultural resources such 

as those associated with Native Americans and old tribal areas can also be disturbed, damaged and lost 

during extreme flood events. 

Impacts from Levee Failure 

Floods and their impacts vary by location, including impacts associated with a levee failure flood event, 

and will only affect certain areas of the District that are in areas protected by levees.  Based on the areas of 

the District surrounded by levees, it is evident that levee failure floods could potentially have significant 

impacts to the District, depending on the location, timing, and severity of the event.  Impacts that are not 

quantified, but could be anticipated in large levee failure event, include: 

➢ Injury and loss of life 

➢ Structural and property damage 

➢ Crop damage 

➢ Disruption of and damage to public critical infrastructure and services 

➢ Health hazards associated with mold and mildew, contamination of drinking water, etc. 

➢ Impacts to natural resource areas, including stream bank erosion 

➢ Damage to roads/bridges resulting in loss of mobility 

In addition to flood related levee failures, the levees in the District are potentially at risk to failure during 

an earthquake event.  Levee failure flooding could accompany an earthquake and could be compounded 
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further if a dam or storage reservoir fails.  Channels and water courses with earthen banks and levees are 

particularly vulnerable and could collapse in a major earthquake resulting in partial or complete blockage 

of channels causing flooding upstream of the impoundment.  Levees are especially susceptible to rapid 

settlement due to liquefaction or horizontal spreading of underlying soils.   

Impacts to identified assets at risk to this hazard and the overall vulnerability of the District may be affected 

in the future by climate change (which was discussed in the hazard profile section above), changes in 

population patterns, and changes in land use and development.  The influencing effects of these factors on 

this hazard are discussed further in the Future Conditions/Future Development discussion below. 

Future Conditions/Future Development 

This section provides a discussion of how future conditions will influence or affect the hazard over time 

and also discusses future development relative to each hazard. 

Future Conditions 

Future conditions may be affected by climate change, changes in population patterns (migration, density, 

or the makeup of socially vulnerable populations), and changes in land use and development.  Findings on 

this for the RD 563 include the following: 

➢ Climate change is likely to exacerbate future flood and levee failure conditions and associated impacts 

and vulnerability of the District to levee failure flooding.  This was discussed in greater detail in the 

Climate Change and Levee Failure section of the Hazard Profile above. 

➢ Population projections within the jurisdictional boundaries of the District show the population to be 

slightly declining. It is unknown how population patterns and demographics will change in the near 

future. The District may add staff, but this number would be small.  The District noted that it has no 

control over population changes within its jurisdictional boundaries.  With no notable changes in 

populations numbers and makeup, the vulnerability of the District to this hazard is unlikely to change. 

➢ Changes in land use and development in the District are expected to be limited in the near future and 

thus are not likely to affect levee failure flooding and associated impacts to the District.  Additional 

development traditionally leads to additional flooding, especially in levee protected areas.  However, 

adherence to protective building codes for new development will assist in limiting future impacts and 

associated vulnerabilities of the District to this hazard. 

Future Development 

Future development considerations should be ongoing and proactive. Ensuring that comprehensive land use 

planning is conducted, regulatory requirements, such as building codes and the floodplain ordinance, are 

followed, and levee improvements, inspections, and maintenance is ongoing will help reduce impacts to 

future development.. 
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Severe Weather: Heavy Rains and Storms 

Likelihood of Future Occurrence–Likely 

Vulnerability–Medium 

Hazard Profile 

Storms in the District occur annually and are generally characterized by heavy rain often accompanied by 

strong winds and sometimes lightning and hail.  Approximately 10 percent of the thunderstorms that occur 

each year in the United States are classified as severe.  A thunderstorm is classified as severe when it 

contains one or more of the following phenomena: hail that is three-quarters of an inch or greater, winds in 

excess of 50 knots (57.5 mph), or a tornado.  Heavy precipitation in the District falls mainly in the fall, 

winter, and spring months.  Wind often accompanies these storms; hail and lightning are rare in the District.  

In recent years, heavy rain and storms have been compounded by more frequent and higher intensity 

atmospheric river events. 

Location and Extent 

Heavy rain events occur on a regional basis.  Rains and storms can occur in any location of the District.  

All portions of the District are at risk to heavy rains and storms.  Most of the severe rains occur during the 

fall, winter, and spring months in the District as discussed below (with problem flooding areas associated 

with heavy rains and storms shown in the past occurrences of the Flood: Localized Stormwater section).  

There is no scale by which heavy rains and severe storms are measured.  Magnitude of storms is measured 

often in rainfall and damages.  The speed of onset of heavy rains can be short, but accurate weather 

prediction mechanisms often let the public know of upcoming events.  Hail and lightning are rarer in the 

District and Sacramento County.  Duration of severe storms in the District can range from minutes to hours 

to days. According to the WRCC, average annual precipitation in the County is 18.15 inches per year.  

Information on precipitation extremes can be found in Section 4.3.4 of the Base Plan. 

Past Occurrences 

Disaster Declaration History 

According to historical hazard data, severe weather, including heavy rains and storms, is an annual 

occurrence in the District.  This contributes to many of the federal disaster declarations related to flooding.  

Disaster declarations from flooding are shown on Table 10-12. 

Table 10-12 Sacramento County – State and Federal Disaster Declarations from Flood (Heavy 
Rain and Storms) 1950-2025 

Disaster Type State Declarations Federal Declarations 

Count Years  Count Years  

Flood (including heavy 
rains and storms) 

26 1950, 1955, 1958 (twice), 1963, 
1969, 1982 (twice), 1983, 1986, 
1995 (twice), 1996, 1997, 1998, 
2008, 2017 (three times), 2022*, 
2023 (three), 2024 (twice) 

18 1955, 1958, 1964, 1969, 1983, 
1986, 1995 (twice), 1997, 1998, 
2006, 2017 (three times), 2023 
(three times)*, 2024* 
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Source: Cal OES, FEMA 

NCDC Events 

The NCDC data recorded 9 hail, 29 heavy rain, 1 lightning, and 2 winter storm weather incidents for 

Sacramento County since 1950.  Winter weather events tend to be rain in the County.   

RD 563 Events 

The 5-year plan for RD 563 included the following events of severe weather in the District. 

➢ 1986 – Due to the extreme storm event, multiple days of heavy rain, strong winds from extreme low 

pressure gradients, high tides and runoff affecting the entire Sacramento-San Joaquin Delta, the 

District’s levee failed.  More information can be found in the Past Occurrences Section of Levee Failure 

above. 

➢ 1997 – A series of large storms that produced heavy rain and high winds caused heavy runoff and high 

tide conditions that impacted the Districts levee, as well as the entire Sacramento – San Joaquin Delta 

region.  More information can be found in the Past Occurrences Section of Levee Failure above. 

➢ 2017 High Water Event. A large series of storm events generating high winds and heavy rain caused 

rivers to rise above flood stage. Emergency erosion repairs, rodent hole repairs, deployment of muscle 

wall and emergency response patrols and labor occurred during the event.  Between Levee Station 

403+00 and 450+00 the District levee experienced a significant landside slope failure due to under and 

through seepage.  Emergency and temporary repair included placing a rock berm extending landward 

around the failure and then adding fill material to the damaged levee prism to fill the void.  An 

engineered long-term repair strategy has been developed and submitted for assistance and remains in 

appeal for FEMA funding at the time of this report. The District had well organized flood fight response, 

and was able to immediately address the slope failure site which kept the island from flooding.  Other 

than the slope failure site, the District’s levees and sustained only minor damage and performed well. 

The District noted that there have been no heavy rain or storm events since the 2021 LHMP. 

Climate Change and Heavy Rains and Storms 

It is likely that climate change will increase the chance of future occurrence as well as future impacts from 

heavy rains and storms.  More information on future impacts to the District can be found in the Future 

Conditions/Future Development section of the Vulnerability Assessment below. 

According to the 2024 CAS, while average annual rainfall may increase or decrease slightly, the intensity 

of individual rainfall events is likely to increase during the 21st century.  It is unlikely that hail will become 

more common in Sacramento County and the RD 563.  The amount of lightning is not projected to change. 

Cal-Adapt noted that, on average, the projections show little change in total annual precipitation in 

California.  Furthermore, among several models, precipitation projections do not show a consistent trend 

during the next century.  Cal-Adapt modeled scenarios are shown in Section 4.3.4 of the Base Plan. 

According to the 2024 CAP, the County is projected to experience a steady increase in average annual 

precipitation through the end of the century, with much of that precipitation likely to occur during extreme 
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precipitation events, which can lead to flood impacts. According to Cal-Adapt, the historic average annual 

precipitation in Sacramento County is 18.3 inches, and the historic average annual number of extreme 

precipitation events is four.  As shown in Section 4.3.4 of the Base Plan, the average annual precipitation 

across the County may rise upwards of 22 inches, with the number of extreme precipitation events 

potentially exceeding 7 per year by the end of the century, depending on the level of current and future 

GHG emissions. 

The June 2025 Delta Adapts Adaptation Plan noted that climate change will affect heavy rains and storms 

in the Delta.  By mid-century, climate models show a reduction in the total number of rainy days and 

decreases in both fall and spring precipitation. These changes will likely be accompanied by an increase in 

the intensity and frequency of large storm and atmospheric river events during the winter. Decreases in 

spring and fall precipitation may impact freshwater availability, increase competition for limited water 

supply, and shift the phenology of species who are dependent on seasonal rainfall for reproduction, growth, 

and survival (Mauger et al. 2015). Although the ecosystem response to changes in intra- and inter-annual 

precipitation variability remains uncertain, data suggests that increased variability in precipitation will 

likely favor less diverse species assemblages and invasion of non-native species (Liu et al. 2020, Parton et 

al. 2012). 

The Delta’s growing season is determined by its Mediterranean climate – rains in late fall, winter, and 

spring followed by dry summers. As the climate changes and the rainfall season becomes shorter, freshwater 

and groundwater availability may be diminished. As a result, species adapted to a longer growing season 

and available freshwater sources may be negatively impacted. If species cannot tolerate or adapt to new 

precipitation patterns, they may experience increased mortality rates. 

Vulnerability to Heavy Rain and Storms 

Heavy rain and severe storms are among the most frequent type of severe weather occurrences in the 

District.  These events can cause both significant and localized flooding.  Flooding can be worse during 

times where the ground is already saturated.  Wind often accompanies these storms and has caused damage 

in the past.  Hail and lightning are rare in the District, but also can cause damage, with lightning occasionally 

igniting wildfires. 

The whole of the District is at some measure of vulnerability to heavy rain and storms.  An assessment of 

a community’s vulnerability to heavy rains and storms begins with an understanding of local exposure to 

heavy rain and storms.  This is included in the Local Concerns section below followed by a discussion of 

the District’s Assets at Risk to this hazard. 

Local Concerns 

The District has specific concerns and unique vulnerabilities regarding this hazard.  These concerns form a 

portion of the basis for the mitigation strategy and mitigation actions that seek to reduce risk and 

vulnerability to this hazard. 

The District noted that heavy rains and storms cause localized flooding in the District.  During periods of 

heavy rains and storms, power outages can occur.  These power outages can affect pumping stations and 
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lift stations that help alleviate flooding.  More information on power shortage and failure can be found in 

the Severe Weather:  Extreme Heat Section above, as well as in Section 4.3.3 of the Base Plan. 

However, it is the secondary effects of heavy rain and storms that are of concern to RD 563.  Heavy rains 

can cause flooding, levee failure, and stream bank erosion.  Flooding, levee failure, and stream bank erosion 

can cost RD 563 million in damages. The District Planning Team noted that flooding of Delta islands 

destroys habitat, kills most species present, and can entrain and strand large populations of native and non-

native fish species. 

Assets at Risk 

Assets at risk from heavy rain and storms include people and populations; District assets and critical 

facilities and infrastructure); and natural, historic, and cultural resources.  These are discussed in the 

following sections. 

People and Populations 

All populations (including vulnerable populations) in the District  (including District staff and those within 

its service area) have some measure of risk to heavy rains and storms.  Those populations that work or 

recreate outside and unhoused individuals are more vulnerable to impacts from heavy storm events.  Heavy 

rains and storms occur every year and do not generally cause significant adverse impacts to individuals; it 

is the secondary hazard, flooding, which poses the biggest impact to people.  Populations at risk to flooding 

resulting from heavy rains and storm events include those who live in floodplains (discussed in further 

detail in the Flood: 1%/0.2% Annual Chance and Levee Failure section above) and those who live in and 

near localized flooding areas (discussed in further detail in the Flood: Localized Stormwater Flooding 

section above).  

District Assets and Critical Facilities and Infrastructure 

District assets have some risk to heavy rains and storms.  Heavy rain and storms can affect critical facilities 

and infrastructure during large events.  District structures built to modern building codes are built to 

withstand heavy rains and storms (including thunderstorm winds and lightning); older structures may be 

more vulnerable.  During a heavy storm, localized flooding may cause water intrusion into buildings from 

the outside.  Trees can be downed causing impacts to structures.  Older homes and buildings may be at 

increased risk to heavy rains and storms.  Power outages during severe storm events can occur, impacting 

the use of structures until the power is back online. Local roads, streets, and bridges can be impacted 

resulting in closures restricting traffic flow in the District.  In certain areas, large storms can cause erosion 

and localized landslides which can impact affected facilities. 

Natural, Historic, and Cultural Resources 

Large rain and storm events and associated flooding can affect natural, historic, and cultural resources.  Silt 

and sediment can damage natural areas.  Trees can be uprooted and downed by high winds.  Extended 

periods of rainfall can erode natural banks along waterways and degrade soil stability for terrestrial species.  

While some natural systems can be adversely impacted during these large storms, heavy rain events can 

also provide benefits.  Groundwater and wetland areas can be recharged and water supplies replenished.  
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Historic and cultural resources may also be affected.  Generally, the impacts are associated with damage to 

structures affected by large storm events, but other cultural resources such as those associated with Native 

Americans and old tribal areas can also be disturbed, damaged, and lost during extreme rain and storm and 

events. 

Impacts from Heavy Rain and Storms 

Impacts from heavy rains and storms include damage to property, critical facilities and infrastructure, and 

the natural landscape.  This includes: erosion; downed trees; damaged utility structures and infrastructure; 

power outages; road damage and blockages; and even lightning strikes to critical infrastructure and people.  

Lightning can also cause wildfires and urban fires to occur.  Landsliding and erosion occur when the soil 

on slopes becomes oversaturated and fails.  Climate change may cause these impacts to worsen. 

Actual damage associated with the primary effects of severe storms and heavy rains has been somewhat 

limited.  It is the secondary hazards caused by these severe weather events, such as floods, landslides, and 

erosion that would likely have the greatest impact. 

Impacts to identified assets at risk to this hazard and the overall vulnerability of the District may be affected 

in the future by climate change (which was discussed in the hazard profile section above), changes in 

population patterns, and changes in land use and development.  The influencing effects of these factors on 

this hazard are discussed further in the Future Conditions/Future Development discussion below. 

Future Conditions/Future Development 

This section provides a discussion of how future conditions will influence or affect the hazard over time 

and also discusses future development relative to each hazard. 

Future Conditions 

Future conditions may be affected by climate change, changes in population patterns (migration, density, 

or the makeup of socially vulnerable populations), and changes in land use and development.  Findings on 

this for the District include the following: 

➢ Climate change is likely to exacerbate future heavy rain and storm conditions and associated impacts 

and vulnerability of the District to flooding. This was discussed in greater detail in the Climate Change 

and Heavy Rains and Storms section of the Hazard Profile above. 

➢ Population projections within the jurisdictional boundaries of the District show the population to be 

slightly declining. It is unknown how population patterns and demographics will change in the near 

future. The District may add staff, but this number would be small.  The District noted that it has no 

control over population changes within its jurisdictional boundaries.  With no notable changes in 

populations numbers and makeup, the vulnerability of the District to this hazard is unlikely to change. 

➢ Changes in land use and development in the District are expected to be limited in the near future and 

thus are not likely to affect heavy rains and storm and associated impacts to the District.  In addition, 

adherence to protective building codes for new development will assist in limiting future impacts and 

associated vulnerabilities of the District to this hazard. 
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Future Development 

Building codes in the District ensure that new development is built to current building standards, which 

should reduce the risk to future development in the District from heavy rains and storms.  New critical 

facilities such should be built to withstand hail damage, lightning, and thunderstorm winds.  New and 

existing critical facilities and infrastructure should also consider adding backup power systems to limit 

impacts associated with power outages.  With adherence to development standards, future losses to new 

development should be minimal.  Changes in land use may also amplify the impacts of heavy rains and 

storms, as additional impervious surfaces can cause additional runoff and localized flooding throughout the 

District.  

Subsidence 

Likelihood of Future Occurrence–Likely 

Vulnerability–Medium 

Hazard Profile 

Subsidence is the gradual settling or sinking of the earth’s surface over manmade or natural underground 

voids with little or no horizontal motion.  Subsidence occurs naturally and also through man-driven or 

technologically exacerbated circumstances.  According to the Sacramento County 2022 General Plan 

Background Report, Sacramento County is affected by five types of subsidence: liquefaction caused by 

earthquake shaking, compaction by heavy structures, the erosion of peat soils, peat oxidation, and fluid 

withdrawal. Groundwater extraction for residential, commercial and agricultural uses causes the greatest 

amount of subsidence in Sacramento County. 

Location and Extent 

In Sacramento County, the western and southwestern portions of the County are prone to some level of 

subsidence, with the Delta area at high risk of subsidence.  These areas were shown in the Section 4.3.16 

of the Base Plan.  This includes the boundaries of RD 563.  There is no scientific scale used to measure 

subsidence.  Subsidence is measured in inches or feet of elevation over time.  Speed of onset of subsidence 

is slow, with rates of change often less than 1" to 2" per year.  The duration of subsidence is long, as it is 

rare for subsidence to be reversed. 

Past Occurrences 

Disaster Declaration History 

There have been no state or federal disaster declarations for subsidence in Sacramento County. 

NCDC Events 

The NCDC does not contain any subsidence events for Sacramento County. 
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Rd 563 Events 

The 5-year plan for RD 563 included the following events of subsidence in the District. 

➢ 1982 – A series of large storms that produced heavy rain and high winds causing subsidence in the 

District.  More information can be found in the Past Occurrences Section of Levee Failure above. 

No events of subsidence were noted since 2021. 

Climate Change and Earthquake 

Changes in precipitation, reduced snowpack, and more frequent droughts are likely to increase the demand 

on groundwater sources, risking overdraft, ground subsidence, and decreased water quality.  Climate change 

may further contribute to subsidence in the County, by increasing evapotranspiration rates for agriculture 

and other vegetation and by increasing periods of drought, both of which can increase demand for water, 

accelerate groundwater pumping and the drilling of new groundwater wells and lead to further lowering of 

the groundwater table and increasing subsidence. 

Vulnerability to Subsidence 

Historically, the District has been at risk from subsidence.  Subsidence in the District, City of Isleton, and 

larger Delta is an ongoing concern.  According to the Sacramento County 2022 General Plan Background 

Report, subsidence has created major problems for flood control, particularly in the Delta. As levees sink 

under their own weight and are weakened by the erosive force of water, expensive periodic rebuilding is 

necessary. According to the California Department of Water Resources, the Sacramento-San Joaquin 

Delta’s peat soils are subsiding at an estimated 0.4 to 0.6 inches per year. However, according to USGS 

estimates, developed islands in the Central and Western Delta are subsiding at 1-2 inches per year on 

average.  Many islands in the Delta that, at one time, were at or above sea level are now between 10 and 25 

feet below sea level.  

The whole of the District is at some measure of vulnerability to subsidence.  An assessment of a 

community’s vulnerability to subsidence begins with an understanding of local exposure to subsidence.  

This is included in the Local Concerns section below.  After that section, assets at risk are discussed. 

Local Concerns 

The District has specific concerns and unique vulnerabilities regarding this hazard.  These concerns form a 

portion of the basis for the mitigation strategy and mitigation actions that seek to reduce risk and 

vulnerability to this hazard. 

Historically, the County has been at risk from subsidence.  Vulnerability in the County from subsidence 

comes from several different causes: 

➢ Compaction of Unconsolidated Soils by Earthquake Shaking (Liquefaction) 

➢ Compaction by Heavy Structures 

➢ The Erosion of Peat Soils 
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➢ Fluid Withdrawal 

Since reclamation of the island began, elevations have fallen to as much as 20 feet below sea level, requiring 

protection by over 1,125 miles of man-made levees throughout the Delta. Drainage is provided by a network 

of ditches that collect and transport shallow groundwater, irrigation runoff, and levee seepage to pump 

stations that discharge back into the Delta waterways.  These ditches create an unsaturated root zone for 

crops, and provide a more stable levee foundation. 

Assets at Risk 

Many assets in the District are at risk to ground shaking and other earthquake related impacts.  Assets at 

risk from earthquake include people and populations; District assets and critical facilities and 

infrastructure); and natural, historic, and cultural resources.  These are discussed in the following sections. 

People and Populations 

People and populations in the District boundaries are at limited risk from direct effects of subsidence.  

However, subsidence that affects levees surrounding the District could have secondary impacts if levees 

overtop or fail due to subsidence.  All people and populations located in the levee protected areas are at 

some risk to flooding.  Certain vulnerable populations located within areas prone to flooding may be at 

increased risk to this hazard, especially during a large event with minimal advance notice.  These vulnerable 

populations include: the unhoused, those with limited mobility, and those that lack the resources to leave 

the area. 

District Assets and Critical Facilities and Infrastructure 

Certain District assets and critical facilities are at risk of levee failure flooding and primarily include those 

structures located adjacent to levee protected areas.  District assets listed in Table 10-13 would be at risk to 

flooding. 

Table 10-13 RD 563 Assets:  Structures, Critical Facilities and Infrastructure, and Other 
Facilities at Risk to Subsidence 

Name of Asset Facility Type Replacement Value 

Drainage Conveyances (92,650 ft.) Essential Services $2.0 mil 

Pump Station #1 (including all station 
components) 

Essential Services  $2.0 mil 

Pump Station #2 (including all station 
components) 

Essential Services $2.0 mil 

Pump Station #3 (including all station 
components)  

Essential Services –* 

West Thornton-Walnut Grove Gas Field Essential Services $2.0 mil 

Total  $8,000,000 
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Natural, Historic, and Cultural Resources 

The largest of California’s drinking water sources is the Sacramento-San Joaquin Delta and its tributaries.  

Land subsidence of Delta islands indirectly affects the north-to-south water transfer system, which is 

predicated on the available water supply (annual inflows to the Delta), the viability of aquatic species 

populations, and acceptable water quality in the southern Delta.  The statewide water-transfer system in 

California is so interdependent that decreased water quality in the Delta, whether due to droughts or levee 

failures, might lead to accelerated subsidence in areas dependent on imported water from the Delta. 

The Delta provides at least a portion of the water supply for about two-thirds of California’s population, 

and provides a migratory pathway for four fish that are listed as endangered or threatened pursuant to the 

federal Endangered Species Act.  Subsidence causing saltwater intrusion could affect this water supply.  

Any historic or cultural resources located in or near a leveed area at risk to subsidence would be at risk to 

flood related damages should a levee overtop or fail due to subsidence. 

Impacts from Subsidence 

The District is perpetually at risk of flooding in the event of levee breaks or overtopping and many have 

flooded in the past, causing millions of dollars in damage.  As subsidence progresses, the levees must be 

regularly maintained and periodically raised and strengthened to support the increasing stresses on their 

banks.  Delta island flooding can also interfere with freshwater exports from the Delta.  

Subsidence has caused impacts on critical water infrastructure, including reduced conveyance capacity in 

local, State, and federal conveyance facilities, reduced levee heights, and damaged well casings.  

Throughout California, subsidence has damaged buildings, aqueducts, well casings, bridges, and highways. 

As the land sinks, it can experience increased flooding and adverse impacts on sewer lines and stormwater 

drainage.  As subsidence progresses, areas protected by levees are impacted. The levees in the Sacramento-

San Joaquin Delta must be regularly maintained and periodically raised and strengthened to support the 

increasing stresses on them that result when the Delta islands subside.  Compaction of the aquifer system 

may permanently decrease its capacity to store water.  Subsidence can lead to damage to critical 

infrastructure and facilities. 

Impacts to identified assets at risk to this hazard and the overall vulnerability of the District may be affected 

in the future by climate change (which was discussed in the hazard profile section above), changes in 

population patterns, and changes in land use and development.  The influencing effects of these factors on 

this hazard are discussed further in the Future Conditions/Future Development discussion below. 

Future Conditions/Future Development 

This section provides a discussion of how future conditions will influence or affect the hazard over time 

and also discusses future development relative to each hazard. 
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Future Conditions 

Future conditions may be affected by climate change, changes in population patterns (migration, density, 

or the makeup of socially vulnerable populations), and changes in land use and development.  Findings on 

this for the District include the following: 

➢ Climate change is likely to exacerbate future sea level rise conditions and associated impacts and 

vulnerability of the County.  This was discussed in greater detail in the Climate Change and Subsidence 

section of the Hazard Profile above 

➢ Population projections within the jurisdictional boundaries of the District show the population to be flat 

or slightly declining. It is unknown how population patterns and demographics will change in the near 

future. The District may add staff, but this number would be small.  The District noted that it has no 

control over population changes within its jurisdictional boundaries.  With no notable changes in 

populations numbers and makeup, the vulnerability of the District to this hazard is unlikely to change. 

➢ Changes in land use and development in the District are expected to be limited in the near future and 

thus are not likely to affect subsidence and associated impacts to the District.  Additional development 

in known subsidence areas traditionally leads to additional problems.  However, adherence to protective 

building codes for new development will assist in limiting future impacts and associated vulnerabilities 

of the District to this hazard. 

Future Development 

The District owns no buildings and has no plans to acquire or develop new properties or add structures to 

support District objectives.  Further, the District noted that it has no control over future development within 

its boundaries.  Responsibility for growth and development within District boundaries resides with the City 

of Isleton.  The City will need to ensure that comprehensive land use planning is conducted, regulatory 

requirements, such as building codes, are followed, and varying needs for different demographic groups 

with intersecting identities that reside within the County are considered can help to make for a more resilient 

community. 

10.5 Capability Assessment 

Capabilities are the programs and policies currently in use to reduce hazard impacts or that could be used 

to implement hazard mitigation activities.  This capabilities assessment is divided into five sections: 

regulatory mitigation capabilities, administrative and technical mitigation capabilities, fiscal mitigation 

capabilities, mitigation education, outreach, and partnerships, and other mitigation efforts. 

10.5.1. Regulatory Mitigation Capabilities 

Table 10-14 lists regulatory mitigation capabilities, including planning and land management tools, 

typically used by local jurisdictions to implement hazard mitigation activities and indicates those that are 

in place in the RD 563. 

Note: The District does not have the authority to regulate land use and development within its jurisdiction.  

Authority for promulgating and enforcing zoning, land use, and development requirements falls to counties 

and incorporated communities.  As such development within the District’s jurisdictional boundaries will 
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conform to the zoning and land use development ordinances and building codes of the county or 

incorporated community in which the District is located. 

Table 10-14 RD 563’s Regulatory Mitigation Capabilities 

Plans 

In Place 

Y/N 

Does the plan address hazards? Can the plan be used to carry out 

mitigation actions? When was it last updated?? 

Capital Improvements Plan N  

Climate Change Adaptation Plan N  

Community Wildfire Protection Plan N  

General Plan/Comprehensive 

Plan/Master Plan 

Y 

2020 

The District’s Five-Year Plan identifies hazards that may affect 

RD 563.  Some mitigation strategies are proposed.   

Continuity of Operations Plan N  

Economic Development Plan N  

Land Use Plan N  

Local Emergency Operations Plan Y A District-specific Flood Safety Plan consisting of an 

Emergency Operations Plan – Basic Plan and Annex – A Flood 

(Flood Contingency Map) was completed in 2025 for the 

District. 

Stormwater Management Plan N  

Transportation Plan N  

Other   

Land Use Planning and Ordinances  Y/N 

Is the ordinance an effective way to reduce hazard 

impacts? 

Is the ordinance adequately administered and enforced? 

Acquisition of land for open space and 

public recreation use 

N  

Building code N  

Flood insurance rate maps N  

Floodplain ordinance N  

Natural hazard-specific ordinance 

(stormwater, steep slope, wildfire) 

N  

Subdivision ordinance N  

Zoning ordinance N  

Other   

How can these capabilities be expanded and improved to reduce risk? 

Pursuant to Sacramento County General Plan Safety Element Policies, SA-18a&b, written approval must be obtained 
from the applicable Reclamation District to build any structure or grade any soil within 300 feet of the land side toe of 
levee.  This applies to anyone who wants to fill, excavate, or construct a structure within 50 feet of the toe of a 
Sacramento County river levee and anyone who wants to develop land within 300 feet of the toe. To ensure this 
requirement is met, every parcel located near a levee is tagged in the building department database. 
The Emergency Operations Plan development process alone helps to increase the capabilities of the District to 

respond to emergencies and disasters.  Continued funding available to maintain these plans would be helpful.   



Sacramento County RD 563 Annex 10-52 
Local Hazard Mitigation Plan Update 
October 2026 

Source: RD 563 

10.5.2. Administrative/Technical Mitigation Capabilities 

Table 10-15 identifies the District department(s) responsible for activities related to mitigation and loss 

prevention in the RD 563. 

Table 10-15 RD 563’s Administrative and Technical Mitigation Capabilities 

Administration 

In 

Place 

Y/N 

Describe capability 

Is coordination effective? 

Staff  

Is staffing adequate to enforce regulations? 

Is staff trained on hazards and mitigation? 

Is coordination between agencies and staff effective? 

Chief Building Official N  

Civil Engineer, including dam and levee 

safety 

Y KSN, Inc. 

Community Planner N  

Emergency Manager Y KSN, Inc. 

Floodplain Administrator N  

GIS Coordinator Y KSN, Inc. 

Planning Commission N  

Other   

Technical  Y/N 

Has capability been used to assess/mitigate risk in the 

past? 

Grant writing Y KSN, Inc. 

Hazard data and information Y KSN, Inc. 

GIS analysis Y KSN, Inc. 

Mutual aid agreements N  

Other   

How can these capabilities be expanded and improved to reduce risk? 

These capabilities can be expanded by utilization of additional funding opportunities to pay for the services provided 

by KSN, Inc. so the District can use the General Fund dollars to fund additional District priorities.   

Source: RD 563 

10.5.3. Fiscal Mitigation Capabilities 

Table 10-16 identifies financial tools or resources that the District could potentially use to help fund 

mitigation activities. 
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Table 10-16 RD 563’s Fiscal Mitigation Capabilities 

Funding Resource 

In Place 

Y/N 

Has the funding resource been used in past 

and for what type of activities? 

Could the resource be used to fund future 

mitigation actions? 

Capital improvements project funding Y  

Community Development Block Grant N  

Federal funding programs (non-FEMA) N  

Fees for water, sewer, gas, or electric services N  

Impact fees for new development N  

State funding programs Y DWR Levee Subventions and Special Projects 

Program (used for O&M activities), Statewide 

Emergency Response Program – Delta 

Stormwater utility fee Y Part of our Levee Assessment Program  

Other  Levy Assessment Program but not taxes 

How can these capabilities be expanded and improved to reduce risk? 

Continued availability of the Delta Subventions and Special Projects funding is critical for levee health.  Pursuing 

federal grants is generally not feasible since small, rural areas are unable to meet the required local match. Therefore, 

areas like RD563 are unable to apply for federal grants. If State of Federal partners could assist small, unincorporated 

communities to meet the local cost share, it would help agencies have access to more federal dollars. 

Source: RD 563 

10.5.4. Mitigation Education, Outreach, and Partnerships 

Table 10-17 identifies education and outreach programs and methods already in place that could be/or are 

used to implement mitigation activities and communicate hazard-related information. 

Table 10-17 RD 563’s Mitigation Education, Outreach, and Partnerships 

Program/Organization  

In Place 

Y/N 

How widespread are each of these in your 

community? 

Community newsletters   N  

Hazard awareness campaigns (such as Firewise, 

Storm Ready, Severe Weather Awareness Week, 

school programs, public events) 

N  

Local news N  

Organizations that interact with underserved and 

vulnerable communities 

N N/A 

Social media   N  

How can these capabilities be expanded and improved to reduce risk? 

Funding to provide these types of programs. The District will look to other grant opportunities (Cal OES, FEMA, CA 

DWR) to fund additional mitigation efforts. 

Source: RD 563 
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10.5.5. Other Mitigation Efforts 

The entire Tyler Island levee system is inspected daily by the landowners, Trustees, and/or District staff 

who are familiar with all aspects of its functions.  The District Engineer typically performs inspections at 

the request of the District, or more frequently when warranted. During high water or severe weather events, 

inspection frequency is increased to meet the demand.  Like all Federal Project Levees, the Georgiana 

Slough Project Levee portion of the District is inspected in the fall and spring by the Department of Water 

Resources levee inspectors.  Reports are compiled and submitted to the District.  The District staff also 

inspects the Federal Project Levee in the winter and summer, and submits reports back to the Department 

of Water Resources. 

10.6 Mitigation Strategy 

10.6.1. Mitigation Goals and Objectives 

The RD 563 adopts the hazard mitigation goals and objectives developed by the HMPC and described in 

Chapter 5 Mitigation Strategy. 

10.6.2. NFIP Mitigation Strategy 

The District does not participate in the NFIP, as it is not an eligible participant.  Many of the District’s 

projects work to reduce impacts from flooding thus furthering the objectives of the NFIP. 

10.6.3. Mitigation Actions 

The Planning Team for the RD 563 identified and prioritized the following mitigation actions based on the 

risk assessment.  Background information and information on how each action will be implemented and 

administered, such as ideas for implementation, responsible office, potential funding, and timeline are also 

included.  The following hazards were considered a priority for purposes of mitigation action planning: 

➢ Flood: 1%/0.5%/0.2% annual chance 

➢ Flood: Localized Stormwater 

➢ Levee Failure 

➢ Severe Weather: Heavy Rains and Storms (Hail, Lightning, Wind) 

➢ Subsidence 

Low priority hazards for mitigation planning include: 

➢ Aquatic Nuisance Species (plant/animal) 

➢ Climate Change 

➢ Dam Failure 

➢ Drought & Water Shortage (w/tree mortality) 

➢ Earthquake (w/subhazards) 

➢ Landslide, Mudslide, Debris Flow  

➢ Sea Level Rise 

➢ Severe Weather: Extreme Cold and Freeze 
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➢ Severe Weather:  Extreme Heat 

➢ Severe Weather: High Winds and Tornadoes 

➢ Wildfire (with smoke and air quality) 

It should be noted that many of the projects submitted by each jurisdiction in Table 5-4 in the Base Plan 

benefit all jurisdictions whether or not they are the lead agency.  Further, many of these mitigation efforts 

are collaborative efforts among multiple local, state, and federal agencies.  In addition, the countywide 

public outreach action, as well as many of the emergency services actions, apply to all hazards and 

jurisdictions regardless of hazard priority.  Collectively, this LHMP’s multi-jurisdictional mitigation 

strategy includes only those actions and projects which reflect the actual priorities and capacity of each 

jurisdiction to implement over the next 5-years covered by this plan.  It should further be noted, that each 

jurisdiction has focused on identifying those mitigation actions and projects to address their priority 

hazards, which are both realistic and reasonable for them to implement for this 5-year planning process, 

and would like to preserve their right to modify hazard priorities should future projects be identified where 

the implementing jurisdiction has the future capacity to implement. The participating jurisdictions are not 

obligated by this document to implement any or all of these projects.  Rather this mitigation strategy 

represents the desires of the jurisdictions to mitigate the risks and vulnerabilities from identified hazards.  

The actual selection, prioritization, and implementation of these actions will also be further evaluated in 

accordance with the mitigation categories and criteria contained in Appendix C. 

Mitigation Actions 

The District has put forward the actions as shown in Table 10-18.  Details of the actions can be found below 

the table. 

Table 10-18 RD 563 Mitigation Actions 

Action Title 

New Action/ 
Previous 
Action 

Address 
Current 
Development 

Address 
Future 
Development 

Continued 
NFIP 
Compliance Mitigation Type 

Action 1. Rock Slope Protection 
Project 

Previous 
Action 

X X X Prevention 
Property Protection 
Natural Resource 
Protection 

Action 2. Levee Geometry Levee 
Improvement Project 

Previous 
Action 

X X X Prevention 
Property Protection 
Structural Projects 
Natural Resource 
Protection 

Action 3. Levee Seepage Repair 
Project 

Previous 
Action 

X X X Prevention 
Property Protection 
Natural Resource 
Protection 

Action 4. Backup Power Generator 
Project 

Previous 
Action 

X X X Prevention 
Property Protection 
Emergency Services 
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Action 1. Rock Slope Protection Project 

Hazards Addressed:  Earthquake, Earthquake: Liquefaction, Flood:  100/200/500-year, Flood:  Localized 

Stormwater Flooding, Levee Failure, River/Stream/Creek Bank Erosion, Severe Weather:  Heavy Rains 

and Storms (Thunderstorms/Hail, Lightning), Severe Weather (Wind and Tornadoes), and Subsidence 

Goals Addressed:  1, 2, 3, 5, 6, 7 

Issue/Background (Problem Statement):  The goal of this Mitigation Action is to improve the Tyler 

Island levees over the next five years to a level of protection that meets, or exceeds, the U.S. Army Corps 

of Engineers’ (USACE) PL84-99 Levee Standard. 

Project Description: The District would like to ensure the protection of the existing levee by adding 

supplementary quarry stone riprap above the existing riprap to any portions of the waterside slope of the 

levee requiring supplementary rock slope protection. This will prevent erosion and avoid ongoing repairs 

to the levee structure. 

Other Alternatives:  none 

Existing Planning Mechanism(s) through which Action Will Be Implemented:  District’s 5-Year Plan 

Responsible Office/Partners:  RD 563 

Benefits (Losses Avoided):  Preservation of 563 levee structures, Ecosystem Restoration and Habitat 

Enhancement Component, Reversing Land Subsidence, Ensuring Adequate and Effective Emergency 

Response Plans, Benefitting Water Quality, Improving Water Supply Reliability 

Potential Funding (Local Budgets, Grant Funds, etc.):  Delta Levees Programs, HMGP and BRIC Grant 

Programs, seeking cost sharing partners for project ongoing.   

Timeline:  1-10 years depending on regulatory process and funding 

Project Priority:  High 

Action 2. Levee Geometry Levee Improvement Project 

Hazards Addressed:  Earthquake: Earthquake, Liquefaction; Flood:  100/200/500-year, Levee Failure, 

River/Stream/Creek Bank Erosion; Severe Weather:  Heavy Rains and Storms (Thunderstorms/Hail, 

Lightning), Wind and Tornadoes (highwater paired with high winds); and Subsidence 

Goals Addressed:  1, 2, 3, 5, 6, 7 

Issue/Background (Problem Statement):  The goal of this Mitigation Action is to improve the Tyler 

Island levees over the next five years to a level of protection that meets, or exceeds, the U.S. Army Corps 

of Engineers’ (USACE) PL84-99 Levee Standard. This will address the hazards listed above. 
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Project Description:  The District would like to address the issue. If sufficient funding is available, the 

segments of levee improved during this phase will include portions of the levee that meet the HMP Criteria, 

but do not meet the design template for this project, due to the many relatively short stretches of levee that 

do not meet the PL 84-99 Standard in close proximity to longer stretches of levee that do not meet the HMP 

Standard.  After the entire levee meets or exceeds the HMP Criteria, the District will bring any remaining 

portions of levee below the PL 84-99 Standard to six inches above the PL 84-99 Standard. 

Other Alternatives:  none 

Existing Planning Mechanism(s) through which Action Will Be Implemented:  District’s Five-year 

Plan  

Responsible Office/Partners:  RD 563 

Benefits (Losses Avoided):  Preservation of 563 levee structures, Ecosystem Restoration and Habitat 

Enhancement Component, Reversing Land Subsidence, Ensuring Adequate and Effective Emergency 

Response Plans, Benefitting Water Quality, Improving Water Supply Reliability 

Potential Funding (Local Budgets, Grant Funds, etc.):  Delta Levees Program, HMGP and BRIC Grant 

Programs, seeking cost sharing partners for project.   

Timeline:  1-10 years depending on regulatory process and funding 

Project Priority:  High 

Action 3. Levee Seepage Repair Project  

Hazards Addressed:  Earthquake, Earthquake: Liquefaction, Flood:  100/200/500-year, Localized 

Stormwater Flooding, Levee Failure, River/Stream/Creek Bank Erosion; Severe Weather:  Heavy Rains 

and Storms (Thunderstorms/Hail, Lightning, Wind and Tornadoes), and Subsidence 

Goals Addressed:  1, 2, 3, 5, 6, 7 

Issue/Background (Problem Statement):  The goal of this Mitigation Action is to improve a portion of 

Tyler Island levee that historically experienced significant under and through seepage.  

Project Description:  Dedicated for critical levee reaches that have been identified as historically 

experiencing or being vulnerable to significant under and through seepage. A study is needed to determine 

whether a cutoff wall, seepage berm, or a combination of both are needed to address the through and under 

seepage experienced on this levee system.  

Other Alternatives:  none 

Existing Planning Mechanism(s) through which Action Will Be Implemented:  District Five-year Plan 

Responsible Office/Partners:  RD 563 
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Benefits (Losses Avoided):  Preservation of 563 levee structures, Ecosystem Restoration and Habitat 

Enhancement Component, Reversing Land Subsidence, Ensuring Adequate and Effective Emergency 

Response Plans, Benefitting Water Quality, Improving Water Supply Reliability 

Potential Funding (Local Budgets, Grant Funds, etc.):  FEMA’s Post-Disaster Assistance, HMGP, 

BRIC, Delta Levees Program, and potential cost-sharing partners 

Timeline:  1-10 years depending on regulatory process 

Project Priority:  High 

Action 4. Backup Power Generator Project 

Hazards Addressed:  Climate Change, Earthquake, Earthquake: Liquefaction, Flood:  100/200/500-year, 

Localized Stormwater Flooding, Levee Failure, River/Stream/Creek Bank Erosion; Severe Weather:  

Heavy Rains and Storms (Thunderstorms/Hail, Lightning), Wind and Tornadoes, and Subsidence 

Goals Addressed:  1, 2, 3, 5, 6, 7 

Issue/Background (Problem Statement):  The goal of this Mitigation Action is to provide backup power 

to Reclamation District 563 facilities when power goes out. 

Project Description:  The District would like to ensure continued operation of District infrastructure during 

a Public Safety Power Shutoff through obtaining backup power generators. 

Other Alternatives:  none 

Existing Planning Mechanism(s) through which Action Will Be Implemented:  District 5-year Plan 

Responsible Office/Partners:  RD 563 

Benefits (Losses Avoided):  Preservation of 563 levee structures, Ecosystem Restoration and Habitat 

Enhancement Component, Reversing Land Subsidence, Ensuring Adequate and Effective Emergency 

Response Plans, Benefitting Water Quality, Improving Water Supply Reliability 

Potential Funding (Local Budgets, Grant Funds, etc.):  Delta Levee Subventions, Delta Levee Special 

Projects, HMGP Grant Programs, State Funding Opportunities, seeking cost sharing partners.   

Timeline:  1-10 years depending on regulatory process 

Project Priority:  High 
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